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1. Introduction
This pCR is proposed to resolve the editor’s note associated with the evaluation in the evaluation clauses from sol#19.

2. Reason for Change
The following table list the evaluation related EN in sol#19 which are about how the data delivery over the broadcast MBS session.
	Solution
	 Open issues/Editor’s Note to be solved 
	EN type
	Clause

	#19: Service continuity for broadcast MBS session
	Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.
	Evaluation related
	Vlause 6.19.3


SA2 already make the conclusion that when the UE moves outside of the broadcast service area, how the UE get the same content via application level is not specified.  The Sol#19 provides the application layer mechansim to enable the MC service server to switch broadcast delivery to unicast delivery for the UE who moves outside of the broadcast service area based on the application layer listening status report. 
It is proposed to remove the above editor’s note. 
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.783 v1.5.0.
* * * First Change * * * *

6.19.3
Solution evaluation

This solution enables the service continuity when UE is moving out of the broadcast service area and re-enter the broadcast service area again by reporting the broadcast reception quality to the the MC service server. Further the MC service server can determine whether to stop or resume the unicast delivery toward the reported MC service client.


