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* * * First Change * * * *

[bookmark: _Toc75370435][bookmark: _Toc9812631][bookmark: _Toc9812387]7.1a	UAE layer registration
[bookmark: _Toc75370436][bookmark: _Toc9812632][bookmark: _Toc9812388][bookmark: _Toc536270932][bookmark: _Toc536270625][bookmark: _Toc528832297][bookmark: _Toc528832107]7.1a.1	General
The UAE capabilities provide support for registering UAV/UAV-C at the UAE server. The UAE server uses the registration information to distribute UAE layer messages or UAS application specific layer messages to the appropriate UAS UEs.
[bookmark: _Toc75370442][bookmark: _Toc9812638][bookmark: _Toc9812394][bookmark: _Toc536270938][bookmark: _Toc536270631]7.1a.2	Procedures
7.1a.2.1	UAS UE registration
[bookmark: _Toc75370443][bookmark: _Toc9812639][bookmark: _Toc9812395][bookmark: _Toc536270939][bookmark: _Toc536270632][bookmark: _Toc528832298][bookmark: _Toc528832108]7.1a.2.1.1	General
This clause describes the procedures for UAS UE (UAV/UAV-C) to register with the UAE server. 
[bookmark: _Toc75370444][bookmark: _Toc9812640][bookmark: _Toc9812396][bookmark: _Toc536270940][bookmark: _Toc536270633][bookmark: _Toc528832302][bookmark: _Toc528832112]7.1a.2.1.2	Procedure
Pre-conditions:
-	The UAE client has discovered the UAE server and is aware of the address of the UAE server (e.g. FDQN).
-	The UAV/UAV-C has already been assigned with the UAV ID.


Figure 7.1a.2.1.1-1: Procedure for registering the UAE client at the UAE server
1.	The UAE client sends a registration request to the UAE server.
2.	The VAE server sends an acknowledgement to the VAE client.
[bookmark: _Toc75370445][bookmark: _Toc9812641][bookmark: _Toc9812397][bookmark: _Toc536270941][bookmark: _Toc536270634][bookmark: _Toc528832303][bookmark: _Toc528832113]7.1a.2.2	UAS UE deregistration
[bookmark: _Toc75370446][bookmark: _Toc9812642][bookmark: _Toc9812398][bookmark: _Toc536270942][bookmark: _Toc536270635][bookmark: _Toc528832304][bookmark: _Toc528832114]7.1a.2.2.1	General
This clause describes the procedures for UAS UE (UAV/UAV-C) to deregister at the UAE server.
[bookmark: _Toc75370447][bookmark: _Toc9812643][bookmark: _Toc9812399][bookmark: _Toc536270943][bookmark: _Toc536270636][bookmark: _Toc528832308][bookmark: _Toc528832118]7.1a.2.2.2	Procedure
Pre-condition:
-	The UAE client has already registered with the UAE server as described in subclause 7.1a.2.1.


Figure 7.1a.2.2.2-1: Procedure for deregistering the UAE client at the UAE server
1.	The UAE client sends a deregistration request to the UAE server.
2.	The UAE server sends a deregistration response to the UAE client.
[bookmark: _Toc75370437][bookmark: _Toc9812633][bookmark: _Toc9812389][bookmark: _Toc536270933][bookmark: _Toc536270626]7.1a.3	Information flows
[bookmark: _Toc75370438][bookmark: _Toc9812634][bookmark: _Toc9812390][bookmark: _Toc536270934][bookmark: _Toc536270627]7.1a.3.1	Registration request
Table 7.1a.3.1-1 describes the information flow for a UAE client to register with the UAE server.
Table 7.1a.3.1-1: Registration request
	Information element
	Status
	Description

	UAV ID
	M
	The identifier of the UAV/UAV-C (e.g. 3GPP UE ID or CAA level UAV ID) which initiates the registration request

	UAS UE information
	O
	UAS UE information like IP address, etc.



[bookmark: _Toc75370439][bookmark: _Toc9812635][bookmark: _Toc9812391][bookmark: _Toc536270935][bookmark: _Toc536270628]7.1a.3.2	Registration response
Table 7.1a.3.2-1 describes the information flow for UAE server to respond for registration request from the UAE client.
Table 7.1a.3.2-1: Registration response
	Information element
	Status
	Description

	Result
	M
	Result from the UAE server in response to registration request indicating success or failure



[bookmark: _Toc75370440][bookmark: _Toc9812636][bookmark: _Toc9812392][bookmark: _Toc536270936][bookmark: _Toc536270629]7.1a.3.3	Deregistration request
Table 7.1a.3.3-1 describes the information flow for a UAE client to deregister at the UAE server.
Table 7.1a.3.3-1: Deregistration request
	Information element
	Status
	Description

	UAV ID
	M
	The identifier of the UAV/UAV-C (e.g. 3GPP UE ID or CAA level UAV ID) which initiates the deregistration request



[bookmark: _Toc75370441][bookmark: _Toc9812637][bookmark: _Toc9812393][bookmark: _Toc536270937][bookmark: _Toc536270630]7.1a.3.4	Deregistration response
Table 7.1a.3.4-1 describes the information flow for UAE server to respond for deregistration request from the UAE client.
Table 7.1a.3.4-1: Deregistration response
	Information element
	Status
	Description

	Result
	M
	Result from the UAE server in response to the deregistration request 
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