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* * * First Change * * * *
[bookmark: _Toc83207078]10.X	Enhanced status
[bookmark: _Toc83207079]10.X.1	General
3GPP TS 23.282 [6] clause 7.9 describes a high-level procedure to provide enhanced status information to all the receiving MCData users.
[bookmark: _Toc83207080]10.X.2	Preset values for enhanced status
The configuration of preset values into the group configuration data is described in 3GPP TS 23 282 [6] clause 7.9.2.
[bookmark: _Toc83207081]10.X.3	Enhanced status for on-network
[bookmark: _Toc83207082]10.X.3.1	Procedure (MCData to IWF)
The procedure for an MCData user requesting to share enhanced status to an MCData group that includes one or more LMR users is as specified in 3GPP TS 23.282 [6] clause 7.9.3 for the enhanced status for on-network use. In the case of implementation involving an IWF the difference is that one or more of the MCData clients 2 to n are located behind IWFs that have affiliated to the MCData group (see clause 10.1.2 of the present document). The IWF behaves as a peer MCData server.
10.X.3.2	Procedure (IWF to MCData)
The procedure for an IWF requesting, on behalf of an LMR user, to share enhanced status to an MCData group is as specified in 3GPP TS 23.282 [6] subclause 7.9.3 for the enhanced status for on-network use, with the exception that MCData client 1 is located behind an IWF and one or more of the MCData clients 2 to n can be behind IWFs that have affiliated to the MCData group (see clause 10.1.2 of the present document). The IWF behaves as a peer MCData server to other MCData servers.


* * * End Change * * * *

