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1. Introduction
This contribution proposes to define a new reference point (EDGE-10) between ECSs.
2. Reason for Change
Based on Solution #5, a new reference point is required between ECSs. This new reference point is incorporated as an architecture enhancement in clause 6.1. 

In addition, it is also captured that the architecture in clause 6.1 can be used as a basis of Solutions #4 and #5 for a roaming scenario.
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v0.3.0.
* * * First Change * * * *

6.1.1.1
Local breakout roaming architecture

This architecture uses ECSs provided in HPLMN and VPLMN, in which the EEC in the UE obtains services from V-ECS and V-EES. In this architecture, the H-ECS is associated with HPLMN, while the V-ECS and the EDN which the UE accesses is associated with VPLMN. A new reference point EDGE-10 is defined between ECSs. Figure 8.1.2-1 shows the architecture for this model.

NOTE 1:
H-ECS and V-ECS can be provided by the same ECSP.
NOTE 2:
EDGE-10 is also applicable between ECSs in a non-roaming scenario.
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Figure 6.1.1.1-1: Local breakout roaming architecture

* * * Next Change * * * *

7.4
Solution #4: ECS discovery through serving ECS to support edge services across ECSPs

7.4.1
Architecture enhancements

For a roaming scenario, Option #1 in the clause 6.1 is the basis for this solution.
* * * Next Change * * * *

7.5
Solution #5: ECS enhancement to discover EESs via other ECSs to support edge services across ECSPs

7.5.1
Architecture enhancements

A new reference point is required between ECSs, which is described as EDGE-10 in the clause 6.1.1.1.
For a roaming scenario, Option #1 in the clause 6.1 is the basis for this solution.
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