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1. Introduction
This pCR add the description text to the Introduction section of TR 23.700-76.
2. Reason for Change
This pCR adds the description text to the Introduction section of TR 23.700-76.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76. This pCR should be implemented after implementing S6-220049
* * * First Change * * * *

Introduction

The ad hoc group call allows authorised users to combine a set of MCX users based on implementation-specific criteria into a group call. The main characteristics of this ad hoc group call are:

a) The ad hoc group does not exist until it is spontaneously created during the call.

b) The ad hoc group ceases to exist when the call terminates.

c) The ad hoc group does not support ‘persistent state’ communication, e.g. emergency state.

MCX users that are combined in an ad hoc group call can be served by the same or different MCX systems. The ad hoc group call uses a common security level, priority level, floor control method, and set of operational characteristics for the participants during the call. As with any group call, the priority level can change dynamically.

The ad hoc group is used for a single call and it does not persist when the call is terminated. Authorized users can recreate the ad hoc group for subsequent calls, or request creation of a permanent MCX group from the participants in the ad hoc group call.
This technical report identifies the key issues and corresponding solutions with recommendations for the normative work.
* * * End Change * * * *
