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* * * First Change * * * *
[bookmark: _Toc91863477]7.4.2.x	Cancellation of C2 mode selection / switching capability
This procedure enables the UASS to cancel the C2 mode selection / switching which was previously initiated as specified in clause 7.4.2.1.
Figure 7.4.2.x-1 illustrates the procedure where the UAE server receives an application request for cancelling the operation mode for C2 communications for a UAS.
Pre-condition:
-	The initiation procedure as specified in clause 7.4.2.1 has been executed.


Figure 7.4.2.x-1: C2 operation mode cancellation request / response
1.	The UAS application specific server sends to the UAE Server a C2 operation mode management cancel request for cancelling the operation modes for the C2 communication for a UAS.
2.	The UAE server checks whether the UASS had previously initiated a C2 operation mode management request with the UAS. If previously initiated, the UAE server further sends a C2 communications mode configuration cancel request to the UAE client for the UAS indicated in step 1.
3.	The UAE client removes the previously stored configurations.
4.	The UAE client sends a C2 communications mode configuration cancel response to the UAE server.
5.	The UAE Server sends a C2 operation mode management cancel response to the UAS application specific server.

* * * Next Change * * * *
[bookmark: _Toc27954122][bookmark: _Toc59204114][bookmark: _Toc91863483]7.4.3.a	C2 operation mode management cancel request
Table 7.4.3.a-1 describes the information flow C2 operation mode management cancel request from the UAS application specific server to the UAE server.
Table 7.4.3.a-1: C2 operation mode management cancel request
	Information element
	Status
	Description

	UASS ID
	M 
	Identity of the UAS application specific server which requests the cancellation of the C2 operation mode management. This ID can be the USS/UTM identifier, when the UAS application specific server is the USS/UTM.

	UAS ID
	M
	The identification of the UAS for which the C2 QoS management request applies. This could be in form of identifier for the UAS, e.g group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI



[bookmark: _Toc59204115][bookmark: _Toc91863484]7.4.3.b	C2 operation mode management cancel response
Table 7.4.3.b-1 describes the information flow C2 operation mode management cancel response from the UAE server to the UAS application specific server.
Table 7.4.3.b-1: C2 operation mode management cancel response
	Information element
	Status
	Description

	Result
	M
	The positive or negative result of the C2 operation mode management cancellation request.



[bookmark: _Toc91863490]7.4.3.c	C2 communication modes configuration cancel request
Table 7.4.3.c-1 describes the information flow C2 communication modes configuration cancel request from the UAE server to the UAE client.
Table 7.4.3.c-1: C2 communication modes configuration cancel request
	Information element
	Status
	Description

	UAS ID
	M
	The identification of the UAS for which the cancel request applies. This could be in form of identifier for the UAS, e.g. group ID; or collection of individual identifiers for the UAV and UAV-C, e.g. CAA level UAV ID, GPSI.



[bookmark: _Toc91863491]7.4.3.d	C2 communication modes configuration cancel response
Table 7.4.3.d-1 describes the information flow C2 communication modes configuration cancel response from the UAE client to the UAE server.
Table 7.4.3.d-1: C2 communication modes configuration cancel response
	Information element
	Status
	Description

	Result
	M
	The positive or negative result of the operation.




* * * Next Change * * * *
[bookmark: _Toc536270714][bookmark: _Toc536271021][bookmark: _Toc9812498][bookmark: _Toc9812742][bookmark: _Toc67934659][bookmark: _Toc91863512]8.2.1	General
Table 8.2.1-1 illustrates the UAE server APIs.
Table 8.2.1-1: List of UAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	UAE_C2OperationModeManagement API
	Initiate_C2OperationModeManagement
	UAS application specific server
	Request/ Response

	
	Cancel_C2OperationModeManagement
	UAS application specific server
	Request/ Response

	
	Notify_SelectedC2Mode (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2ModeSwitching (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2OperationModeManagementComplete (NOTE)
	UAS application specific server
	Subscribe/notify

	UAE_RealtimeUAVStatus API
	Subscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Unsubscribe_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	
	Notify_RealtimeUAVStatus
	UAS application specific server
	Subscribe/notify

	NOTE:	The subscribe operation for Notify_C2OperationModeManagementComplete, Notify_SelectedC2Mode and Notify_C2ModeSwitching is part of Configure_C2OperationMode




* * * Next Change * * * *
[bookmark: _Toc9812501][bookmark: _Toc9812745][bookmark: _Toc67934662][bookmark: _Toc91863515]8.2.2.a	Cancel_C2OperationModeManagement operation
API operation name: Cancel_C2OperationModeManagement
Description: Cancels the configuration of the C2 operation modes for the UAS UEs.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.4.3.a.
Outputs: Refer clause 7.4.3.b.
See clause 7.4.2.x for the details of usage of this API operation.
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