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1. Introduction
New SID to study the Stage 1 requirements related to MCX ad hoc group communication is recently approved. This pCR adds a key issue related to the configuration parameters required for supporting ad hoc group communication.
2. Reason for Change
Current MCX specifications do not support ad hoc group communication and this pCR adds a key issue related to the configuration parameters required for the ad hoc group communication. Below are the related requirements from 3GPP TS 22.280 :
6.15.5.3
Administrative

[R-6.15.5.3-001] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Users, within their authority, are authorized to initiate a MCX Service Ad hoc Group Communication. 

[R-6.15.5.3-002] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure the maximum number of MCX Users who can participate in a MCX Service Ad hoc Group Communication.

[R-6.15.5.3-003] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Users are authorized to participate in a MCX Service Ad hoc Group Communication. [TS 22.280 R-6.7.2-003]

[R-6.15.5.3-004] The MCX Service shall provide a mechanism for an MCX Service Administrator to define the default parameters for MCX Service Ad hoc Group communication (e.g., priority, hang time, broadcast mode).

[R-6.15.5.3-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure whether MCX Service Ad hoc Group Communication is allowed on the MCX system regardless of individual MCX User authorizations.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76. The changes in this pCR if agreed should be implemented after implementing S6-220049
* * * First Change * * * *

4
Key issues


4.2
Key issue 2 – Configuration paramters for Ad hoc group communication

3GPP TS 22.280 has defined several requirements related to configuration of parameters required for ad hoc group communication by the administrator and initiator of the ad hoc group communication. Hence it is required to study the following :
-
Identify the required system or service level configuration parameters and document them.

-
Identify the user level configuration parameters and document them.

-
Identify the default paramters to be configured which will be applied when these parameters are not supplied as part of the ad hoc group communication request by the initiator.
-
How the MCX server shall be able to determine whether the user is authorized to initiate ad hoc group communication.
* * * End Changes * * * *

