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1. Introduction
This contribution proposes to modify Figure 7.10.2.2-1.
2. Reason for Change
Step 4 of the procedure is not shown in the figure.
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v0.4.0.
* * * First Change * * * *

7.10.2.2
Procedure

Pre-condition:

1.
The AC-EAS cannot handle the negotiation at the application layer.
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Figure 7.10.2.2-1: low power mode support
1.
The EEC sends low-power consumption indication to EES with UE Identifier，EEC ID, AC ID，low-power consumption indicator, which indicating a constrained UE, and triggers the low power consumption enhancement. 

2a.
When EES gets the low-power consumption indication, the EES may send low power indication to EAS to request corresponding EAS to reduce the downlink packets, which can help constrained UE process the application with constrained power consumption. The request could provide the UE Identifier(s).2b. When EES gets the low-power consumption indication, the EES may request 3GPP core network to update the UE policy or QoS policy to support constrained UE, e.g. EES could act as an AF to set up a session with required QoS procedure as specified in TS 23.502 clause 4.15.6.6.
Editor's note: How much benefit does QoS downgrade have for energy saving is FFS.
3a. The EAS responds to EES to indicate the low-power processing is successful or failure.
3b. the 3GPP core network responds to EES with successful or failure.
4. EES response to EEC. 
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