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* * * First change * * *
[bookmark: _Toc75379421][bookmark: _Toc91749703][bookmark: _Toc91753165]4.x	EPS interworking
[bookmark: _Toc91749704][bookmark: _Toc91753166]4.x.1	General
Network deployments of MC services over 5GS may support interworking with EPS. EPS interworking aspects in 5G systems are specified in 3GPP TS 23.501 [7], 3GPP TS 23.502 [10], and 3GPP TS 23.503 [9]. 
[bookmark: _Toc70510019][bookmark: _Toc91749677][bookmark: _Toc91753139]4.x.2	Requirements
For MC services over a 5G system with EPS interworking, inter-system mobility between 5GC and EPC/E-UTRAN of MC service UEs shall be supported by the network based on the capabilities and procedures defined in 3GPP TS 23.501 [7], 3GPP TS 23.502 [10], and 3GPP TS 23.503 [9]. 
For the case that seamless session continuity is required for MC services, e.g. for MCPTT services, EPS interworking with N26 (interface between AMF in 5GC and MME in EPC) is required for inter-system change.
The MC system should be able to subscribe/unsubscribe to notification capabilities of specific events from the network related to EPS interworking. Thereby, the MC system can identify whether an MC service UE is registered on 5GS or EPS.
