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*********************************The first change********************************
[bookmark: _Toc468105471][bookmark: _Toc468110566][bookmark: _Toc91863090]7.3.2.x	Media distribution request
Table 7.3.2.x-1 describes the information flow media distribution request from the MC Service server to an MC service server (5G MBS Session control role) that has a desired 5G MBS session.
The difference compared with the information flow defined in 3GPP TS 23.280 [3] is that in 5G MBS, the information element for QoS is 5QI.
Table 7.3.2.x-1: Media distribution request
	Information element
	Status
	Description

	MBS session ID
	M
	MBS session identifier, which can also be TMGI.

	Bandwidth
	M
	Maximum bandwidth required

	Separate floor control
	M
	Whether or not a separate session is required for floor control

	SDP information
	M
	SDP with media and floor control information applicable to groups that can use this MBS session (e.g. codec, protocol id)

	5QI
	O
	Desired 5QI

	MC Group ID
	O
	The MC group id for when the request is sent for a specific group call.



[bookmark: _Toc468105472][bookmark: _Toc468110567][bookmark: _Toc91863091]7.3.2.y	Media distribution response
Table 7.3.2.y-1 describes the information flow media distribution response from an MC Service server (5G MBS session control role) that has a desired 5G MBS session to the MC service server.
Table 7.3.2.y-1: Media distribution response
	Information element
	Status
	Description

	TMGI
	M
	TMGI information

	Bandwidth
	M
	Maximum bandwidth required

	SDP information
	M
	SDP with media and floor control information applicable to groups that can use this session (e.g. codec, protocol id)

	5QI
	O
	Actual 5QI

	Media stream identifier
	O
	This element identifies the media stream of the SDP used for the group call 

	Media distribution indicator
	O
	Indicates to the MC service server whether the media in the ongoing group communication should be sent or not



[bookmark: _Toc91863094]7.3.2.Z	Media distribution release
Information flow for Media distribution release is reused without modification as specified in clause 10.7.2.10 of 3GPP TS 23.280 [3].
