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*********************************Start of the change************************
[bookmark: _Toc91749832][bookmark: _Toc91753294]7.3.3.X	Usage of 5G MBS for MCData
7.3.3.X.1	General
The procedures and information flows for Short data service and file distribution of MC Data group are defined in 3GPP TS 23.282 [5]. 
When using 5G MBS, MCData server can determine to use either pre-created MBS session or dynamic MBS session as defined in clause 7.3.3.1 for the transmission of DL link media for different types of MCData service capabilities.
MCData may use the 5G MBS session for the MCData features short data service and file distribution for MC Data group. The 5G MBS session can be used by any group. 
Both the media packets as well as application level control signalling (e.g. transmission control) to the receiving users may be sent on the MBS session. Optionally, a separate MBS Session could be used for the application level control signalling (e.g. transmission control).
When MBSF/MBSTF are deployed in 5GS, MCData server could also determine to use File distribution capabilities provided by MBSF/MBSTF for file distribution.
Editor's Note: The related procedure and the reference to the SA4 specification is FFS.

7.3.3.X.2	Usage of MBS session for MCData
The MCData service shall support the procedure for using pre-created MBS session or dynamic MBS session as specified in Clause 7.3.3.1 with the following clarifications:
-	The MC service client is the MCData client;
-	The MC service server is the MCData server; and
-	The MC service ID is the MCData ID.

[bookmark: _Toc91860567]7.3.3.X.3 	Switching from MBS session to unicast bearer or eMBMS bearer for MCData
The MCData service shall support the procedure for switching from MBS session to unicast bearer or eMBMS bearer as specified in clause 7.3.3.8 and clause 7.3.3.9 with the following clarifications:
-	The MC service client is the MCData client;
-	The MC service server is the MCData server; and
-	The MC service ID is the MCData ID.
The MCData service shall use the MCData-SDS-1, MCData-SDS-2, MCData-FD-1, MCData‑FD-3, MCData-DS-1 and MCData‑DS-3 reference points for this procedure.
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