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1. Introduction
Adding update to key issue 1 to clarify details on initiating ad hoc group communication.based on specific pre-defined criteria.
2. Reason for Change
Capture more clearly the key issue for the case of determining the participants based on pre-defined criteria how the initiator can indicate what specific criteria to be used.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76 v0.1.0.
* * * First Change * * * *

4.1
Key issue 1 – Ad hoc group communication

The requirements for MCX service Ad hoc group communication are captured in 3GPP TS 22.280 [3] clause 6.15.5.

Ad hoc group communication enables authorized MCX users to combine a random set of MCX Users into a group communication. The ad hoc group does not exist until it is spontaneously created during the communication and it ceases to exist once the communication is terminated. The participants of the ad hoc group communication may be served by the same or different MC systems.

Hence it is required to study the following: 

-
Procedures for establishing and release of the ad hoc group communication.

-
Procedures for establishing the ad hoc group communication when functional alias is used as target for the communication.

-
Procedures for establishing the ad hoc group communication with end-to-end encryption support.

-
Identify whether new information flows are required or existing information flows can be enhanced to support the ad hoc group communication set up.

 -
How to support different mechanisms for determining the participants list for the ad hoc group communication. It could be supplied by the initiator of the ad hoc group call or determined by the MCX system based on some pre-defined criteria.
-
How to support a mechanism that allows the initiator of an ad hoc group communication to indicate which pre-defined criteria is to be used for the ad hoc group communication. It is assumed that predefined criteria will use meaningful labels. Whether the criteria and their meaningful labels are defined by 3GPP or outside 3GPP is to be clarified.
-
Identify whether any changes are required to the existing MCX functional architecture for supporting the ad hoc group communication.

* * * Next Change * * * *

<Proposed change in revision marks>

* * * Next Change * * * *

