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1. Introduction
A new KI for PINAPP is proposed. The KI addresses how Application Clients running on PIN elements can discover and interact with Application Servers running within the PIN, in a different PIN or in the Edge Data Network. The new KI, described below, is proposed to be added into the TR.
2. Proposal
It is proposed to agree to the following text in 3GPP TR 23.700-78 v 0.1.0..
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4	Key issues
[bookmark: _Toc85521055]4.1	aKey issue #x: PIN Management
As indicated in 3GPP TS 22.261 [x], clause 6.38.2.1, the following requirement will be studied in this TR:  
-	The 5G system shall support applications on an Application Server connected to a PIN.
Supporting Application Servers connected to a PIN can involve service or applications discovery within a PIN or by the UE outside of a PIN via 3GPP network.
Application clients can be running on PIN elements in a PIN and may want to discover and connect to an Application Server running in the same PIN, different PIN or in a Edge Data network. At the same time UEs running Application Clients outside of a PIN may try to discover and conenct to an Application Server in a PIN.
It is required to study the following:
-	How to enable Application Server discovery within a PIN by Application Clients running in the same PIN?
-	How to enable Application Server discovery within a PIN by Application Clients running in a different PIN?
-	How to enable Application Server discovery within a PIN by Application Clients running in a UE in a 3gpp network outside the PIN? 
-	How to manage Application Server discovery by MNOs or third-party application service providers?
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