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1. Introduction
This contribution proposes a new solution to authenticate the resource owner.
2. Reason for Change
This solution addresses the key issue #X (proposed in SA6#48-e) with regard to the resource owner authentication. If the resource owner is a subscriber of a PLMN, using its 3GPP mechanisms for authentication will improve usability and security for the resource owner. This solution provides an outline of 3GPP authentication used by the resource owner authorization function in the PLMN trust domain or in the 3rd party trust domain.

3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v1.1.0.
* * * First Change * * * *

6.0
Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues

	
	Key issue 1
	Key issue 2
	Key issue 3
	Key issue 4
	Key issue X

	Solution 1
	X
	X
	
	
	

	Solution 2
	
	
	X
	
	

	Solution 3
	
	
	X
	
	

	Solution 4
	
	
	X
	
	

	Solution 5
	X
	
	
	
	

	Solution 6
	
	
	
	X
	

	Solution X
	
	
	
	
	X


* * * Next Change * * * *

6.X
Solution #X: 3GPP authentication for the resource owner
6.X.1
Solution description

This solution addresses the key issue #X with regard to the resource owner authentication. If the resource owner is a subscriber of a PLMN, using its 3GPP mechanisms for authentication will improve usability and security for the resource owner. This solution provides an outline of 3GPP authentication used by the resource owner authorization function in the PLMN trust domain or in the 3rd party trust domain.
6.X.1.1
3GPP authentication for the resource owner
Figure 6.X.1.1-1 shows the procedure to use the 3GPP authentication services to authenticate the resource owner. The resource owner client may be either in the PLMN trust domain or in the 3rd party trust domain.
Pre-conditions:

1.
The resource owner client can interact with the 3GPP core network.
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Figure 6.X.1.1-1: Procedure for 3GPP authentication for the resource owner
1.
The resource owner client interacts with the 3GPP core network for authentication. 
NOTE:
The detailed procedure for the resource owner client authentication, including the authentication of a resource owner client that resides outside the PLMN trust domain, will be specified in SA3.
6.X.2
Solution evaluation
Editor's Note:
This clause will provide the evaluation for the solution.
Resource owner client
3GPP core network
1. Authenticate the resource owner client



