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* * * First Change * * * *
[bookmark: _Toc98796202][bookmark: _Toc91856702]9.3.2.4	Location reporting trigger
Table 9.3.2.4-1 describes the information flow from the location management client or VAL server to the location management server for triggering a location reporting procedure.
Table 9.3.2.4-1: Location reporting trigger
	Information element
	Status
	Description

	Identity
	M
(see NOTE 1)
	Identity of the requesting authorized VAL user or VAL UE

	Identity
	M
(see NOTE 1)
	Identity of the requested VAL user or VAL UE

	VAL service ID
	O
	Identity of the VAL service for which the location reporting trigger is set.

	Immediate Report Indicator
	O
(see NOTE 2)
	Indicates whether an immediate location report is required

	Requested location information
	O
(see NOTE 2)
	Identifies what location information is requested

	Triggering criteria
	O
(see NOTE 2)
	Identifies when the requesting client/VAL server is expecting to receive the location report from the requested VAL user/ VAL UE

	[bookmark: OLE_LINK4]Minimum time between consecutive reports
	O
see (NOTE 2)
	Defaults to 0 if absent otherwise indicates the interval time between consecutive reports

	Endpoint information
	O
	Information of the endpoint of the requesting VAL server to which the location report notification has to be sent. It is provided if Immediate Report Indicator is set to required.

	Location sharing policy information
	O
	A list of VAL service ID indicates that the location is allowed to be shared with.

	NOTE 1:	The identity of the requesting VAL user/UE and the requested VAL user/UE should belong to the same VAL service.
NOTE 2:	At least one of these rows shall be present.



[bookmark: _Toc98796203]9.3.2.5	Location information subscription request
Table 9.3.2.5-1 describes the information flow from the VAL server or location management client to the location management server for location information subscription request.
Table 9.3.2.5-1: Location information subscription request
	Information element
	Status
	Description

	Identity
	M
	Identity of the requesting VAL server/VAL user or VAL UE

	Identities list
	M
	List of VAL users or VAL UEs whose location information is requested.

	VAL service ID
	O
	Identity of the VAL service for which the location information is subscribed.

	Time between consecutive reports
	M
	It indicates the interval time between consecutive reports

	Location sharing policy information
	O
	A list of VAL service ID indicates that the location is allowed to be shared with.



* * * Next Change * * * *
9.3.5	Client-triggered or VAL server-triggered location reporting procedure
Figure 9.3.5-1 illustrates the high level procedure of client-triggered or VAL server-triggered location reporting.


Figure 9.3.5-1: Client-triggered location reporting procedure
1.	Location management client 2 (authorized VAL user or VAL UE) or VAL server sends a location reporting trigger to the location management server to activate a location reporting procedure for obtaining the location information of location management client 1. 
If the location is allowed to be shared with other VAL servers, the VAL server may provide the location sharing policy information including sharing indication and other VAL service ID(s) to indicate that the location information is allowed to be shared to other VAL servers.  
NOTE:	Step 1 can be performed when Location management client 2 or VAL server require to update the location reporting trigger. 
2.	Location management server checks whether location management client 2 or VAL server is authorized to send a location reporting trigger. Depending on the information specified by the location reporting trigger, location management server initiates an on-demand location reporting procedure or an event-triggered location reporting procedure for the location of location management client 1. 
	If it is allowed to share the location information and a location sharing policy including this VAL service ID exists, the location management server reuses the existing location reporting configuration towards the location management client and and updates the location reporting configuration to incorporate the triggers provided in step 1, if required (e.g. updating the minimum time between consecutive reports with the shorter interval).
3.	Once the location information of the location management client 1 is available in the location management server by the on-demand location reporting procedure, a location information report is sent to the location management client 2 or VAL server. In the case of event triggered location reporting, multiple VAL servers may have initiated location reporting triggers. In this case, the location management server sends the location information available at the location management server to the VAL servers with whom the location information can be shared as per the location sharing policy.
[bookmark: _Toc536271559][bookmark: _Toc536270999][bookmark: _Toc536270692][bookmark: _Toc521435200][bookmark: _Toc98796225][bookmark: _Toc91856705]9.3.6	Location reporting triggers configuration cancel
Figure 9.3.6-1 illustrates the procedure used for cancelling the location reporting triggers configuration at the target Location management client.
Pre-conditions:
1.	The location management server has subscribed the location management client 2 location with the location reporting event triggers.
2.	If multicast delivery mode is used, the MBMS bearer being used is activated by the location management server.



Figure 9.3.6-1: Location reporting triggers configuration cancel
1.	The location management client 1 (authorized VAL user or VAL UE) or VAL server sends a location reporting configuration cancel request to the location management server (1a). The location management server sends the location reporting configuration cancel/update request to the location management client 2 to stop receiving the UE location information or updates the location reporting configuration (1b). This message can be sent via unicast or multicast. 
	If the location sharing policy is requested to be cancelled, the location management server check if other VAL servers are associated with the location sharing policy. If there are at least one other VAL server is associated with the location sharing policy, the location management server cancels the requested location trigger configuration locally and updates the location report configuration triggers towards the location management client 2, if required. Else, the location management server cancels the whole location reporting configuration towards the location management 2.   
NOTE:	Step 1b can be initiated without step 1a.
2.	The location management client invalidates/update the location reporting triggers configuration and if the action is to invalidate the location reporting triggers configuration then location management client no longer reports its location to the location management server. 
3.	The location management client 2 sends the location reporting configuration cancel/update response to the location management server (3a) as an acknowledgement. The location management server sends the location reporting configuration cancel response to the location management client 1 (3b) as an acknowledgement.
[bookmark: _Toc98796226][bookmark: _Toc91856706]9.3.7	Location information subscription procedure
Figure 9.3.7-1 illustrates the high level procedure of location information subscription request. The same procedure can be applied for location management client and other entities that would like to subscribe to VAL user or VAL UE location information. This procedure is also used for intiating tracking a UE's location.


Figure 9.3.7-1: Location information subscription request procedure
1.	The VAL server sends a location information subscription request to the location management server to subscribe location information of one or more VAL users or VAL UEs. The request may include an indication for supplementary location information. 
[bookmark: OLE_LINK6]If the location is allowed to be shared with other VAL servers, the VAL server may provide the sharing policy information including sharing indication and other VAL service ID(s) to indicate that the location is allowed to be shared to other VAL servers.  
2.	The location management server shall check if the VAL server is authorized to initiate the location information subscription request. Further, the location management server may initiate location reporting configuration with the location management client of the UE for immediate reporting. 
3.	The location management server may optionally subscribe for UE location information from 3GPP core network for the UE. If the indication for supplementary location information is included in step 1, then UE location information is obtained from the 3GPP core network.
4.	The location management server determines the UE location information of the UE as received in steps 3 and 4.
5.	The location management server replies with a location information subscription response indicating the subscription status and if immediate reporting was requested, the location information of the VAL UE(s).
[bookmark: _Toc98796227]9.3.8	Event-trigger location information notification procedure
Figure 9.3.8-1 illustrates the high level procedure of event-trigger usage of location information. The same procedure can be applied for location management client and other entities that would like to subscribe to location information of VAL user or VAL UE. This procedure is also used for obtaining latest UE's location for tracking purpose.


Figure 9.3.8-1: Event-trigger usage of location information procedure
1.	The location management server receives the latest location information of the UE as per the location report procedure described in clause 9.3.3.3.
2.	The location management server may optionally receive the location information of the UE from 3GPP core network. If the indication for supplementary location information is included in the subscription, then UE location information is obtained from the 3GPP core network.
3.	Based on the configurations, e.g., subscription, periodical location information timer, location management server is triggered to report the latest user location information to VAL server. The location management server determines the location information of UE as received in steps 1 and 2, including the supplementary location information (if indicated).
4.	The location management server sends the location information report including the latest location information of one or more VAL users or VAL UEs to the VAL server or to the location management client that has previously configured.
	If the location sharing policy is configured e.g. as described in clause 9.3.7, the location management server may send the location to other VAL servers which have also requested the location trigger configuration or subscription for the same the location management client.
5.	VAL server may further share this location information to a group or to another VAL user or VAL UE.
NOTE:	For other entities, the step 5 can be skipped if not needed.
9.3.9	On-demand usage of location information procedure
The VAL server can request UE location information at any time by sending a location information request to the location management server, which may trigger location management server to immediately send the location report. 
Figure 9.3.9-1 illustrates the high level procedure of on demand usage of location information. The same procedure can be applied for location management client and other entities that would like to subscribe to location information of VAL user or VAL UE.


Figure 9.3.9-1: On-demand usage of location information procedure
1.	VAL server sends a location information request to the location management server.
2.	The location management server acquires the latest location of the UEs being requested, by triggering an on-demand location report procedure as described in subclause 9.3.4, or from PLMN operator.
If the VAL server is allowed to receive the location information as per the location sharing policy information, then the location management server utilizes the location information from the location management client which commonly applies for the VAL servers as per the location sharing policy information. 
3.	Then, location management server immediately sends the location information report including the latest location information acquired of one or more VAL users or VAL UEs.
4.	VAL server may further share this location information to a group or to another VAL user or VAL UE. 
NOTE:	For other entities, the step 3 can be skipped if not needed.

* * * End of Change * * * *
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