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	Reason for change:
	In some scenerions, it is not possible to execute certain application context relocation procedures between entities that reside in different EDN Service Areas.For example, when an EDN is deployed using LADN, the EDN service area is same as the LADN service area. If the UE leaves the service area before application context relocation is completed, then the UE will lose the ability to communicate with the source EES or EAS and the procedure may fail.

	
	

	Summary of change:
	Added a note to point out that it is not possible to execute certain application context relocation procedures between entities that reside in different EDN Service Areas.

	
	

	Consequences if not approved:
	There would be nothing in the specification to warn that it is not possible to to execute certain application context relocation procedures in some scenerios.

	
	

	Clauses affected:
	7.3.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc57673447][bookmark: _Toc98854113][bookmark: _Toc54389558][bookmark: _Toc57673716][bookmark: _Toc91843508][bookmark: _Toc98854488]7.3.3.4	EDN service area
A service area from which the access to the EDN is allowed. ECSPs can use LADNs, as described in Annex A.2.4 of this document, to deploy EDNs with access restricted from specific areas. When an EDN is deployed using LADN, the EDN service area is same as the LADN service area and rules specified for LADN apply to the UE, as specified in 3GPP TS 23.501 [2]. 
In a deployment using DNs other than LADNs, the EDN service area is the whole PLMN for non-roaming scenario.
NOTE 1:	The EDN service area for roaming scenario is out of scope in this release of the specification.
NOTE 2:	For the purpose of restricting the access to the EES from specific areas, ECSP can use the EES service area, which is specified in clause 7.3.3.5, even if the EDN service area is the whole PLMN.
NOTE 3:	It is not possible to execute certain application context relocation procedures between entities that reside in different EDN Service Areas.
The EDN service area may be expressed as a Topological Service Area.
