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1. Introduction
This pCR is to add a solution for the Key issue 3 : Configuration parameters for Ad hoc group communication which is as below :
-
Identify the required system or service level configuration parameters and document them.

-
Identify the user level configuration parameters and document them.

-
Identify the default parameters to be configured which will be applied when these parameters are not supplied as part of the ad hoc group communication request by the initiator.

-
How the MCX server shall be able to determine whether the user is authorized to initiate ad hoc group communication.

Below is the list of requirements related to the configuration paramters from TS 22.280
6.15.5.3
Administrative

[R-6.15.5.3-001] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Users, within their authority, are authorized to initiate a MCX Service Ad hoc Group Communication. 

[R-6.15.5.3-002] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure the maximum number of MCX Users who can participate in a MCX Service Ad hoc Group Communication.

[R-6.15.5.3-003] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure which MCX Users are authorized to participate in a MCX Service Ad hoc Group Communication. [TS 22.280 R-6.7.2-003]

[R-6.15.5.3-004] The MCX Service shall provide a mechanism for an MCX Service Administrator to define the default parameters for MCX Service Ad hoc Group communication (e.g., priority, hang time, broadcast mode).

[R-6.15.5.3-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure whether MCX Service Ad hoc Group Communication is allowed on the MCX system regardless of individual MCX User authorizations.

2. Reason for Change
Key issue 1 is to study about the configuration parameters required for the ad hoc group communication and this pCR proposes a solution for this key issue.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76 V0.1.0

* * * First Change * * * *

7.X
Solution 3: Configuration parameters required for Ad hoc group communication
7.X.1
General

This solution addresses the key issue 3 described in clause 4.3 on configuration parameters required for supporting ad hoc group communication. This clause identifies the list of configuration parameters and which category of the configuration data they belong to. 
7.X.2
MC service configuration data
Table 7.X.2-1 describes MCPTT service configuration data required for the ad hoc group communication.
Table 7.X.2-1: MCPTT service configuration data (on‑network)

	Reference
	Parameter description
	MCPTT UE
	MCPTT server
	Configuration management server

	[R-6.15.5.3-005] of 3GPP TS 22.280 [17]
	Support of ad hoc group call
	Y
	Y
	Y

	[R-6.15.5.3-002] of 3GPP TS 22.280 [17]
	Maximum number of particpants allowed to participate in an ad hoc group communication
	Y
	Y
	Y

	[R-6.15.5.3-004] of 3GPP TS 22.280 [17]
	Hang timer for ad hoc group communication
	N
	Y
	Y

	
	Maximum duration for ad hoc group communication
	Y
	Y
	Y

	
	List of preferred voice codecs for ad hoc group call
	Y
	Y
	Y


7.X.3
MC service user profile configuration data
Table 7.X.3-1 describes MCPTT user profile configuration data required for the ad hoc group communication.
Table 7.X.3-1: MCPTT user profile configuration data (on‑network)

	Reference
	Parameter description
	MCPTT UE
	MCPTT server
	Configuration management server
	MCPTT user database

	
	Permissions related to ad hoc group communication
	
	
	
	

	[R-6.15.5.3-001] of 3GPP TS 22.280 [17]
	> Authorised to initiate ad hoc group call
	Y
	Y
	Y
	Y

	R-6.15.5.3-003] of 3GPP TS 22.280 [17]
	> Authorised to participate in ad hoc group call
	Y
	Y
	Y
	Y

	
	> Authorised to initiate emergency ad hoc group call
	Y
	Y
	Y
	Y

	
	> Authorised to initiate imminent peril ad hoc group call
	Y
	Y
	Y
	Y



* * * End Change * * * *

