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	Reason for change:
	TS 23.548 specifies that the ECS Address Configuration Information can be provisioned to the UE via PCO during SM and in subclause 6.5.2.1 states that an ECS provider ID is mandatory such that the UE can identify the exact provider associated with each provisioned ECS Address:
"The ECS Address Configuration Information consists of one or more FQDN(s) and/or IP address(es) of Edge Configuration Server(s), and of an ECS Provider ID. It may be associated with spatial validity conditions. It is further described in TS 23.502 [3]. A UE may receive multiple instances of ECS Address Provisioning information (e.g. corresponding to different ECS Provider ID)."
In addition, update or delete of certain ECS address configuration must be supported, see TS 23.548 subclause 6.5.2.3:

"… the Edge Configuration Server can be deployed in a 3rd party domain by a service provider. An AF in the MNO domain or, if the Edge Configuration Server is deployed in a 3rd party domain by a service provider, a 3rd party AF can use Nnef_ParameterProvision to provide, update, or delete AF provided ECS Address Configuration Information applying on a DNN and/or S-NSSAI for a group of UE, or any UE (See clause 4.15.6.2 of TS 23.502 [3]).
"… and the new ECS Address Configuration Information will be sent to the UE(s) in a PDU Session Modification procedure. "
From the above it becomes evident that the EEC in the UE side needs to have means to identify:
1) the provider of each ECS address configuration and 
2) whether the received ECS address configuration is meant to be a new one or updating existing one. The ECS provider ID could serve as a means of identifying which exact info is to be replaced at the EEC.
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	 Removal of optionality of ECS provider ID to align with SA2 specs.


	
	

	Consequences if not approved:
	Missleading specification and inconsistency among stage-2 specs.
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* * * * * * * START OF CHANGE * * * * * * *
[bookmark: _Toc98854131]8.3.2.1	General
ECS configuration information consists of one or more endpoint information (e.g. URI(s), FQDN(s), IP address(es)) of ECS(s), and optionally the corresponding ECS Provider Identifier. Table 8.3.2.1-1 describes the information elements of ECS configuration information. ECS configuration information can be 
-	pre-configured with the EEC;
-	configured by an edge-aware AC;
-	configured by the user; 
-	provisioned by MNO through 5GC procedure if the UE has the capability to deliver the ECS configuration information to the EEC on the UE (see 3GPP TS 23.548 [20], clause 6.5.2); or 
-	derived from HPLMN identifier for non-roaming scenario or from VPLMN identifier for roaming scenario.
NOTE:	How the ECS configuration information is configured to the EEC by the AC, user, or pre-configuration is out of scope of the present specification.
It may be possible to provide the ECS configuration information to the EEC from the 5GC if the UE has the capability to deliver the ECS configuration information to the EEC on the UE.
If the ECS configuration information is provided by 5GC and available at the EEC, the EEC shall use the information for the initial provisioning request. Otherwise, the EEC shall use pre-configured ECS address for the initial provisioning if ECS configuration information is preconfigured with the EEC.
Table 8.3.2.1-1: ECS configuration information 
	Information element
	Status
	Description

	ECS address 
	M
	One or more endpoint information (e.g. URI(s), FQDN(s), IP address(es)) of ECS(s)

	ECS Provider Identifier
	MO
	The identifier of the ECSP that provides the ECS. 



Editor's Note:	Information Elements of ECS configuration information are FFS.
* * * * * * * END OF CHANGE * * * * * * *

