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1. Introduction

This paper proposes to add Identities and commonly used values.

2. Reason for Change

Identities and commonly used values are needed to make the definition more clear.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-99 v 0.5.0.
* * * First Change * * * *

X
Identities and commonly used values

X.1
General

The following clauses list identities and commonly used values that are used in this technical report.

X.2
VAL server ID

The VAL server ID uniquely identifies the VAL server.

X.3
NSCE server ID

The NSCE server ID uniquely identifies the Network Slice Capability enablement server.

X.4
NSCE client ID

The Network Slice Capability enablement  client ID identifies a particular NSCE client.

X.5
VAL Client ID

The VAL Client ID identifies the client side of a particular vertical application.

In case that the UE is running mobile OS, the Application Client ID is a pair of OSId and OSAppId.

X.6
UE ID

The UE ID uniquely identifies a particular UE within a PLMN domain. Following identities can be used:

-
GPSI, as defined in 3GPP TS 23.501 [02].

X.7
Service area of NSCE application service

The service area of NSCE server application service is the area where the Network Slice Capability Enablement server owner provides its services.

X.8
Service area of NSCE slice service

The service area of NSCE server slice service is the area where the UE could access to the network slice(s) managed by Network Slice Capability Enablement server.
* * * Next Change * * * *

<Proposed change in revision marks>

