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1. Introduction

 This pCR introduces the procedure for solution #11 EASs to invoke MEC services API using CAPIF.
2. Reason for Change

The procedure of solution #11 is TBD in TR23.700-98 V0.5.1.
Therefore, the document is adding the procedure for solution #11 EASs to invoke MEC services API using CAPIF.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 V0.5..

* * * First Change * * * *

7.11.2.2
Procedure


7.11.2.2.1 EASs to invoke MEC services API using CAPIF with non-Collocated Platforms (EES and MEP)
Pre-conditions:
1.
The API provider domain functions of MEP|MEC App. are registered to CCF of MEP, e.g., via CAPIF-5.

2.
The Service APIs of MEP|MEC App. (i.e., MEC Services) are published to CCF of MEP, e.g., via CAPIF-4.

3.
EES and MEC platform connect to each other, and either belong to the single trust domain of the same CAPIF provider or trust domains of different CAPIF providers.
4.
 When EES and MEC platform belong to trust domains of different CAPIF providers, the two CAPIF providers have business agreement for service API sharing.
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Figure 7.11.2.2-1: EASs to invoke MEC services API using CAPIF 

1.  The EES (CCF) and MEC platform (CCF) inter-operate with each other for performing publication Service APIs process via CAPIF-6.
2.
The EAS (API invoker) performs onboarding process with the EES (CCF) via CAPIF-1.
3.
The EAS (API invoker) requests to discovers from the EES (CCF) a MEC Service API required to run via CAPIF-1.

4.
The EES(CCF) sends the interconnection service API discover request to the MEP(CCF) via CAPIF-6.

5.
The MEP (CCF) retrieves the MEC Service (Service API) information out of the ones already published.
6.
The MEP (CCF) responds with the MEC Service (Service API) information matched via CAPIF-6.

7.
The EES (CCF) further responds with the MEC Service (Service API) information matched via CAPIF-1.
8.
The EAS (API invoker) invokes the MEC Service API provided by MEP/MEC App (AEF) via CAPIF-2 as discovered from the EES (CCF).

Editor's Note: The gaps and alignment issues in each step requires further elaboration.

7.11.2.2.1 EASs to invoke MEC services API using CAPIF with Collocated Platforms and Converged architecture
Pre-conditions:
1.
The API provider domain functions of MEC App. are registered to CCF of MEP/EES e.g., via CAPIF-5.

2.
The Service APIs of MEC App (i.e., MEC Services) are published to CCF of MEP/EES, e.g., via CAPIF-4.
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Figure 7.11.2.2-1: EASs to invoke MEC services API using CAPIF 
1.
The EAS (API invoker) performs onboarding process with the EES/MEC platform(CCF) via CAPIF-1.
2.
The EAS (API invoker) requests to discovers from the EES/MEC platform (CCF) a MEC Service API required to run via CAPIF-1.
3.
The EES/MEP (CCF) retrieves the MEC Service (Service API) information out of the ones already published.
4.
The EES/MEP (CCF) further responds with the MEC Service (Service API) information matched via CAPIF-1.
5.
The EAS (API invoker) invokes the MEC Service API provided by MEC App (AEF) via CAPIF-2 as discovered from the EES/MEP (CCF).
* * * Next Change * * * *
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