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1. Introduction
It is not clear how the VAL server or EAS selects SEALDD server.
2. Reason for Change
A new solution is provided to address SEALDD server discovery and selection.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.700-34.
* * * First Change * * * *

7.X
Solution #X: SEALDD adaptation in CAPIF

7.X.1
Solution description

The SEALDD server and VAL server may support CAPIF. When CAPIF is supported:

-
The SEALDD server shall support the CAPIF API provider domain functions (i.e. CAPIF-2/2e (SEALDD-S interface), CAPIF-3/3e, CAPIF-4/4e and CAPIF-5/5e as specified in 3GPP TS 23.222 [3]);
-
The VAL server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e (SEALDD-S interface) as specified in 3GPP TS 23.222 [3]); and

-
The SEALDD server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e (SEALDD-E interface) as specified in 3GPP TS 23.222 [3]).
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Figure 7.x.1-1: SEALDD adaptation in the CAPIF architecture
The VAL server can discover a proper SEALDD server from CAPIF core function with different discovery filters, e.g. expected AEF location. If a VAL server is changed during UE mobility, a new SEALDD server may be discovered and selected.
This is also applicable for EAS to discover and select an SEALDD server to use SEALDD-S services, if any. 
6.1.2
Solution evaluation

This solution addresses KI#6 about how to discover and select SEALDD server for EAS.
This solution also addresses KI#7 about how to discover and select SEALDD server for VAL server.
* * * End of Changes * * * *
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