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* * * * * * * FIRST CHANGE * * * * * * *
[bookmark: _Toc78291408][bookmark: _Toc96579745]10.16.3	Migration during an ongoing private communication
10.16.3.1	General
The capability described below is to allow an MC service user to migrate to another MC system during a private communication and to continue the private communication in the other MC system. The media will be suspended until the resumption of the communication.
[bookmark: _Hlk98751372]Editor’s note: Further study is needed for MCData services.
[bookmark: _Hlk98751014]10.16.3.2	Information flows
10.16.3.2.1	MC service private call suspend request 
Table 10.16.3.2.1-1 describes the information flow MC service private call suspend request from the MC service client to the MC service server, from the MC service server to the MC service server and from the MC service server to the MC service client.
Table 10.16.3.2.1-1: MC service private call suspend request information elements
	Information Element
	Status
	Description

	MC service ID 
	M
	The MC service ID of the calling party

	MC service ID 
	M
	The MC service ID of the called party



10.16.3.2.2	MC service private call suspend response
Table 10.16.3.2.2-1 describes the information flow MC service private call suspend response from the MC service client to the MC service server, from the MC server server to the MC server server and from the MC service server to the MC service client.
Table 10.16.3.2.2-1: MC service private call suspend response information elements
	Information Element
	Status
	Description

	MC service ID 
	M
	In the direction MC service client to MC service server this shall be the MC service ID of the responding MC service client.
In the direction MC service server to MC service client this shall be the MC service ID of the destination MC service client.



10.16.3.2.3	MC service private call resume request (MC service client to MC service server)
Table 10.16.3.2.3-1 describes the information flow MC service private call resume request from the MC service client to the MC service server.
Table 10.16.3.2.3-1: MC service private call resume request (MC service client to MC service server) information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the calling party

	MC service ID
	O
	The MC service ID of the called party

	SDP offer
	O
	Media parameters of MC service client. 

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 

	Location information 
	O
	Location of the calling party

	Requested priority
	O
	Application priority level requested for this call



10.16.3.2.3a	MC service private call resume request (MC service server to MC service server)
Table 10.16.3.2.3a-1 describes the information flow MC service private call resume request from the MC service server to the MC service server.
Table 10.16.3.2.3a-1: MC service private call resume request (MC service server to MC service server) information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the calling party

	MC service ID
	M
	The MC service ID of the called party

	SDP offer
	M
	Media parameters of MC service client. 

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 

	Requested priority
	O
	Priority level requested for the call.

	Location information 
	O
	Location of the calling party



10.16.3.2.3b	MC service private call resume request (MC service server to MC service client)
Table 10.16.3.2.3b describes the information flow MC service private call resume request from the MC service server to the MC service client.
Table 10.16.3.2.3b: MC service private call resume request (MC service server to MC service client) information elements
	Information Element
	Status
	Description

	MC service ID 
	M
	The MC service ID of the calling party

	MC service ID 
	M
	The MC service ID of the called party

	SDP offer
	M
	Media parameters of MC service client. 

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 



10.16.3.2.4	MC service private call resume response (MC service client to MC service server)
Table 10.16.3.2.4-1 describes the information flow MC service private call resume response from the MC service client to the MC service server.
Table 10.16.3.2.4-1: MC service private call resume response (MC service client to MC service server) information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the calling party

	MC service ID
	O
	The MC service ID of the called party

	SDP answer
	M
	Media parameters selected



10.16.3.2.4a	MC service private call resume response
Table 10.16.3.2.4a -1 describes the information flow MC service private call resume response from the MC service server to the MC service server and the MC service server to the MC service client.
Table 10.16.3.2.4a-1: MC service private call resume response information elements 
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the calling party

	MC service ID
	O
	The MC service ID of the called party

	SDP answer
	M
	Media parameters selected



10.16.3.3	Procedure
The procedure supports migration from the primary MC system to a partner MC system, migration between two partner MC systems and migration from a partner MC system towards the primary MC system.
Pre-conditions:
1.	The MC service client has one or more ongoing private calls.
2.	The MC service UE detects the need to change the MC system.

Figure 10.16.3.3-1: Migration to another MC system during an ongoing private call
1-3.	MC service client 1 requests private call suspend to put the call into suspended state in MC service client.
4-6.	MC service client 2 replies with a private call suspend response back to MC service client 1. The call is cleared between MC service server A and MC service server B, and knowledge of the suspended call is held by MC service client 1 and MC service client 2.
7.	The MC service users of MC service client 1 and MC service client 2 get an indication that the private call has been suspended. MC service client 1 and MC service client 2 start a timer to allow the call suspended state to be cleared if the call is not resumed within a predetermined time interval.
8.	After migration to MC system C, the configuration management client 1 triggers retrieval of the MC service user profile used in MC system C (see clause 10.1.4.3.2).
NOTE 1:	For simplicity, user authentication, service authorisation and signalling plane procedures are not shown.
9-11.	MC service client 1 requests a private call resume request to resume the call with MC service client 2.
12-14.	MC service client 2 sends MC service private call resume response back to MC service client 1.
15.	The MC service users of MC service client 1 and MC service client 2 get an indication that the private call has been resumed.
NOTE 2:	Any local call restrictions are considered.
NOTE 3:	If another private call request is sent to MC service client 1 or MC service client 2 before the call has resumed, the actions of the receiving MC service client are outside the scope of the present document and could include rejecting this new private call request.
The MC service client may indicate the successful migration of private call communications to the MC service user.
* * * * * * * END OF CHANGE * * * * * * *
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