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1. Introduction
This pCR provide an overall evaluation of the key issue #14 Application traffic influence for initially selected EAS.
2. Reason for Change
Overall evaluation of the key issue #14 Application traffic influence for initially selected EAS.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v0.5.1.
* * * First Change * * * *

10.2.x
Key issue #14: Application traffic influence for initially selected EAS
This clause provides an overall evaluation of the key issue #14 Application traffic influence for initially selected EAS. The solution #9, solution #15 and solution #17 are complementary to each other. 
The solution #9 is applicable to the scenario where the EAS triggers the EES to perform traffic influence without necessitating requests to be made on a per UE basis. 
The solution #15 is applicable to the scenario where the EEC (or AC and EEC) selects the EAS after EAS discovery and then provides a selected EAS declaration request to the EES, which may be used by the EES to make traffic influence decisions if those haven’t already been performed. 
The solution #17 is applicable to the scenario where the EES selects the EAS and performs traffic influence immediately for the selected EAS after EEC sent EAS discovery request based on attributes in the EEC provided AC profile, providing the selected EAS to the EEC in the EAS discovery response.
All 3 solutions result in network resources being reserved to varying degrees before actual use, where this may be lower in the UE specific solutions of solution 15 and 17.
Editor's note:
Further evalution is FFS according to the resolution of the ENs in clause 7.9 and clause 7.15.
* * * End of Change * * * *

