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1. Introduction
This pCR extends the study on adhoc group communication by adding a new key issue addressing the support of adhoc group emergency alerts as requested by stage 1 requirements (see 3GPP TS 22.280 CR0154 (Rel-18)):

[R-5.6.2.4.1-004b] The group that was used in the MCX Service Emergency Alert may be an ad hoc group.
[R-5.6.2.4.2-004] When the group identified in the cancellation is an ad hoc group, the ad hoc group shall not persist.
The ad hoc group is used for a single communication (or for an emergency alert) and it does not persist when the communication is terminated (or when the emergency alert is cancelled).
[R-6.15.5.2-005a] When an MCX Service Emergency Alert based on ad hoc group is cancelled, the group shall not persist.
The overall target is to re-use procedures and message flows developed for ad hoc group communication also for adhoc group emergency alerts.
2. Reason for Change
Fulfill stage 1 requirements to investigate and develop solutions to support ad hoc group emergency alerts.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76 version 0.3.0.
* * * First Change * * * *

4.x
Key issue x – Ad hoc group emergency alert
Ad hoc group emergency alert enables MC service users to send an MC service emergency alert also to an ad hoc group. The participants of the ad hoc emergency alert group may be served by multiple MC systems.

It is required to study the following:

-
How the solution for the ad hoc group communication can be reused for the ad hoc group emergency alert.
-
Procedures for initiating and cancelling an ad hoc group emergency alert.

-
Support of a functional alias as target for sending an alert notification.
-
Whether any new information flows are required or whether existing ad hoc group information flows can be enhanced to support ad hoc group emergency alerts.

 -
Whether the participants list for the ad hoc group emergency alert needs any modification compared to an ad hoc group communication. 
-
Whether any changes are required to the existing MC functional model to support the ad hoc group emergency alert.
-
Clarify whether and which additional information along with the alert indication is useful.
* * * End of Change * * * *

