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1. Introduction

This contribution provides a proposal for the Identities and commonly used values.

2. Reason for Change

Identities and commonly used values is needed.
4. Proposal

It is proposed to agree the following changes to TS 23.435.

* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[x]
3GPP TS 23.434: "Service Enabler Architecture Layer for Verticals (SEAL); Functional architecture and information flows".

* * * Next Change * * * *

8
Identities and commonly used values


8.1
General

The common identities for SEAL refer to TS 23.434[x]. The following clauses list the additional identities and commonly used values for Network Slice Capability Enablement. 

8.2
NSCE server ID

The NSCE server ID uniquely identifies the Network Slice Capability enablement server.

8.3
NSCE client ID

The Network Slice Capability enablement client ID identifies a particular NSCE client.

8.4
Slice coverage area

The slice coverage area is the area where the network slice is available in the whole PLMN or in one or more Tracking Areas of the PLMN. The slice coverage area can be expressed as a Topological Service Area (e.g. a list of TA), a Geographical Service Area (e.g. geographical coordinates) or both.
8.5
NSCE service area

The NSCE service area is the area where the Network Slice Capability Enablement server owner provides its services. It is equal to the collection of coverage area of slices it can enable. 
The NSCE service area can be expressed as a Topological Service Area (e.g. a list of TA), a Geographical Service Area (e.g. geographical coordinates) or both.  
NOTE:
The NSCE server service area shall not smaller than the collection of slice(s) coverage area(s) the NSCE server can enable.




* * * Next Change * * * *
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