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********************************************1st Change*******************************************
[bookmark: _Toc106019323]11.1	General
[bookmark: _Hlk46387826]An MC gateway UE enables MC service access for a MC service user residing on non-3GPP capable devices and for devices which are unable to host MC service clients. In order to be able to participate in a MC service, the MC gateway UE provides the following necessary functions to enable the MC service access for such MC clients:
-	MC gateway client to MC gateway association: Authorised binding and use of non-3GPP based access with an MC service client. Indicate associated MC gateway clients when the MC gateway UE cannot serve the connected MC service clients (any longer).
-	3GPP transport resources: Sharing of MC gateway UE 3GPP transport resources among the associated MC service clients.
-	MC client identification: Independent MC service client identification, MC service client authorisation and MC service profile association.
-	Location Management: Providing location management support for the associated MC clients to handle the location information and triggers related to 3GPP access network.
-	MC client communication integrity: Ensure that signalling, media content and traffic attributes, e.g. priority and QoS, of communications between the MC system and MC service client remains unaltered.
The following functions are provided by the MC gateway client:
-	MC gateway association: Allowing an MC gateway client to simultaneously bind to multiple MC gateway UEs.
NOTE 1:	An MC gateway client and its associated MC clients can only have one active binding per MC service with the associated MC gateway UE.
-	MC service selection: Choose between multiple MC gateway UEs for the required MC service capability.
-	MC service continuation: Enables reselection of the MC gateway UE association while MC service continues.
[bookmark: _Toc91863333]NOTE 2:	Further information about MC gateway UE selection are summarized in Annex D.
********************************************2nd Change*******************************************
[bookmark: _Toc106019342][bookmark: _Toc106019380]11.5.1.2.1	General
[bookmark: _Hlk56494846]The solution is applied to non-3GPP devices which can host an MC client. The MC server performs authorization for the use of the MC gateway UE by the MC gateway client, i.e. the binding between the MC gateway UE and the MC gateway client is authorized and controlled by the MC server. The MC gateway client informs MC clients about the connection status.
For the period of association between MC server, MC gateway client and MC gateway UE, the MC server maintains the assignment between MC clients to the MC gateway UE used. This assignment is cancelled again with the disconnection.
[bookmark: _Toc81988271][bookmark: _Toc106019343]11.5.1.2.2	Information flows
[bookmark: _Toc81988272][bookmark: _Toc106019344]11.5.1.2.2.1	Connection authorization request
Table 11.5.1.2.2.1-1 describes the information flow connection authorization request sent from the MC gateway client, which resides on a non-3GPP device, to the MC gateway UE, and from the MC gateway UE to the MC server.
Table 11.5.1.2.2.1-1: Connection authorization request
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	NOTE:	The GW MC service ID indicates for which MC service the connection is to be authorised.



NOTE:	The MC service ID used for MC service authorisation and the GW MC service ID used for connection authorization may have different values. Both identities are configured by the Mission Critical Organisation.
[bookmark: _Toc81988273][bookmark: _Toc106019345]11.5.1.2.2.2	Connection authorization response
Table 11.5.1.2.2.2-1 describes the information flow connection authorization response sent from the MC server to the MC gateway UE, and from the MC gateway UE to the MC gateway client residing on a non-3GPP device.
Table 11.5.1.2.2.2-1: Connection authorization response
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	Response
	M
	Result of the connection authorization request, service feasibility, and connection evaluation.



[bookmark: _Toc81988276][bookmark: _Toc106019346]11.5.1.2.3	Connection authorisation procedure
The procedure for connection authorisation via an MC gateway UE towards an MC server is shown in figure 11.5.1.2.3-1.
Pre-conditions
-	The MC service user wishes to have access to MC services using a non-3GPP device.
-	The MC gateway client has been configured with the necessary parameters needed for connectivity with the MC gateway UE.
-	The MC gateway client has been provided with an appropriate GW MC service ID.
-	The MC gateway UE has performed service authorization for one or more MC services with the MC system.
-	The MC service usergateway client has selected an MC gateway UE or alternatively, the MC gateway client has performed a selection by internal criteria.
NOTE:	The internal criteria are outside the scope of the present document.



Figure 11.5.1.2.3-1: Connection authorisation with an MC server via an MC gateway UE
1.	The MC gateway client requests connection authorization via the MC gateway UE with an MC server. The MC gateway client of the MC service user provides the GW MC service ID.
2.	The MC gateway UE checks whether the requested MC service, as indicated by the GW MC service ID, is supported by the MC service gateway. The MC gateway UE may also check whether sufficient resources are available or if any other local criteria are met. If the MC service is supported, the procedure continues with step 3, otherwise the procedure proceeds with step 7.
NOTE:	Further information to the MC gateway UE selection is in Annex D.
3.	The MC gateway UE sends the connection authorization request to the MC server.
4.	The MC server performs an authorization check, to verify that access via the MC gateway UE is permitted. An MC server shall reject the connection authorization when the MC server receives connection authorization from a MC gateway client for a particular MC service for which the connection already exists with the same or different MC gateway UE.
5.	The MC server sends the connection authorization response to the MC gateway UE.
6.	The MC gateway UE marks the MC gateway client as authorized to have MC service access via the MC gateway UE.
7.	The MC gateway UE sends the connection authorization response to the MC gateway client.
After successful connection with the MC gateway UE, the MC clients have access to the MC server and may continue with user authentication and service authorization.
If the MC service user wishes to have access to another MC service, the above procedure is repeated. The MC service user may select a different MC gateway UE for the new MC service, if multiple MC gateway UEs are available.
[bookmark: _Toc81988282][bookmark: _Toc106019347]11.5.1.3	Connection authorisation for non-3GPP devices that do not host an MC client
[bookmark: _Toc81988283][bookmark: _Toc106019348]11.5.1.3.1	General
The solution is applied to non-3GPP devices which cannot host an MC client. The MC server performs authorization for the use of the MC gateway UE by the MC gateway client, i.e. the binding between the MC gateway UE and the MC client is authorized and controlled by the MC server.
NOTE:	The interworking between the MC gateway client hosted at the MC gateway UE and an MC service user is out of scope of the present document, nevertheless, the connection authorisation performed by the MC gateway UE shall enable the non-3GPP devices to get the access to MC services requested by the service user.
[bookmark: _Toc81988284][bookmark: _Toc106019349]11.5.1.3.2	Information flows
[bookmark: _Toc81988285][bookmark: _Toc106019350]11.5.1.3.2.1	Connection authorization request
Table 11.5.1.3.2.1-1 describes the information flow connection authorization request sent from the MC service client, which resides on a MC gateway UE, to the MC server.
Table 11.5.1.3.2.1-1: Connection authorization request
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	NOTE:	The GW MC service ID indicates for which MC service the connection is to be authorised.



NOTE:	The MC service ID used for MC service authorisation and the GW MC service ID used for connection authorization may have different values. Both identities are configured by the Mission Critical Organisation.
[bookmark: _Toc81988286][bookmark: _Toc106019351]11.5.1.3.2.2	Connection authorization response
Table 11.5.1.3.2.2-1 describes the information flow connection authorization response sent from the MC server to the MC gateway client residing on the MC gateway UE.
Table 11.5.1.3.2.2-1: Connection authorization response
	Information element
	Status
	Description

	GW MC service ID
	M
	The GW MC service ID of the requesting MC service user.

	Result
	M
	Success or failure of the connection authorization request (authorization successful/failed; service not supported).



[bookmark: _Toc106019352]11.5.1.3.3	Connection authorisation procedure
The procedure for connection authorisation of an MC gateway client hosted by the MC gateway UE towards an MC server is shown in figure 11.5.1.3.3-1.
Pre-conditions
-	The MC service user wishes to have access to MC services using a non-3GPP device, where the MC gateway client and MC clients isare hosted by the MC gateway UE.
-	The MC gateway clientservice user has selected an MC gateway UE or alternatively, the non-3GPP has performed a selection by internal criteria.
NOTE:	The internal criteria are outside the scope of the present document.
-	The MC gateway client, which is hosted by the MC gateway UE, has been configured with the necessary parameters needed for connectivity with the MC gateway UE.
-	The MC gateway UE has performed service authorization for one or more MC services with the MC system.


Figure 11.5.1.3.3-1: Connection authorisation of an MC gateway client hosted by an MC gateway UE
1.	The MC gateway client, hosted by the MC gateway UE, requests connection authorization with an MC server by providing the GW MC service ID. The MC gateway UE sends the connection authorization request to the MC server.
2.	The MC server performs an authorization check, to verify that access using the MC gateway UE is permitted. . An MC server shall reject the connection authorization when the MC server receives connection authorization from a MC gateway client for a particular MC service for which the connection already exists with the same or different MC gateway UE.
3.	The MC server sends the connection authorization response to the MC gateway client residing on the MC gateway UE.
The MC client has now access to the MC server and may continue with user authentication and service authorization.
If the MC service user wishes to have access to another MC service, the above procedure is repeated. The MC service user may select a different MC gateway UE for the new MC service, if multiple MC gateway UEs are available.
********************************************3rd Change*******************************************

11.5.4	Disconnection mechanism
[bookmark: _Toc106019381]11.5.4.1	General
A connection using an MC gateway UE by the corresponding MC gateway client can be cancelled over time or re-established using same or another MC gateway UE. The connection/ disconnection mechanism allows the MC gateway client to disconnect the use of the corresponding MC gateway UE considering the various MC client hosting scenarios.
Under certain circumstances, the connection with the corresponding MC gateway UE can change or has to be adjusted. The various reasons are detailed in the informative Annex D. For this purpose, the MC gateway UE can send a notification to the corresponding MC gateway client hosted on a non-3GPP device.
[bookmark: _Hlk100220228]Editor´s Note:	Further study is needed on how to prevent that an MC client selects another MC gateway UE if an active connection exists.
[bookmark: _Hlk100221737]Editor´s Note:	The reconnection to the same MC server via another MC gateway UE for the same service and possible implications to the MC server needs further study.
********************************************3rd Change*******************************************
[bookmark: _Toc106019388]11.5.4.2.3	Disconnection procedure
The procedure for disconnection via an MC gateway UE towards an MC server is shown in figure 11.5.4.2.3-1.
Pre-conditions
-	The MC service user has an authorized connection via an MC gateway UE to an MC server.
-	The MC clients have no communication ongoing, e.g. group communication.
-	The MC gateway client wishes to disconnect the authorized connection.


Figure 11.5.4.2.3-1: Disconnection with an MC server via an MC gateway UE
1.	The MC gateway client requests disconnection via the MC gateway UE with an MC server. The MC gateway client of the MC service user provides the GW MC service ID.
2.	The MC gateway UE sends the disconnection request to the MC server to disconnect the authorized connection between the MC gateway client and the MC server.
3.	The MC server verifies if the connection is active and updates the connection status as disconnected.
4.	The MC server sends the disconnection response to the MC gateway UE.
5.	The MC gateway UE updates MC gateway client connection status as disconnected.
6.	The MC gateway UE sends the disconnection response to the MC gateway client.
[bookmark: _Hlk106976741]11.5.4.2.4	Connection status notification
The procedure for connection status notification initiated by an MC gateway UE towards an MC gateway client is shown in figure 11.5.4.2.4-1 informs about the status of connection status that may result into a disconnection.
Pre-conditions
-	The MC gateway client has an authorized connection via an MC gateway UE to an MC server.
-	The MC gateway UE is no longer able to provide the requested service depending on reasons further detailed in Annex D.



Figure 11.5.4.2.4-1: Connection status notification to an authorized MC gateway client 
1.	The MC gateway UE wants to disconnect the connection with an MC server for the corresponding MC gateway client. The MC gateway UE sends connection status notification to the MC gateway client using the corresponding GW MC gateway ID.
2.	The connection status may result that the MC gateway client wants to disconnect the connection with the MC server (see disconnection in clause 11.5.4.2.3).

********************************************4th Change*******************************************
[bookmark: _Toc106019395]11.5.4.3.3	Disconnection procedure
The procedure for disconnection of an MC gateway client hosted by the MC gateway UE towards an MC server is shown in figure 11.5.4.3.3-1.
Pre-conditions
-	The MC service user has an authorized connection using an MC gateway UE to an MC server.
[bookmark: _Hlk106192558]-	The MC clients have no communication ongoing, e.g. group communication.
-	The MC gateway client hosted on a MC gateway UE wishes to disconnect the authorized connection.



Figure 11.5.4.3.3-1: Disconnection of an MC client hosted by an MC gateway UE
1.	The MC gateway client, hosted by the MC gateway UE, sends a disconnection request to the corresponding an MC server encompassing the GW MC service ID.
2.	The MC server verifies if the connection is active and updates the connection status as disconnected.
3.	The MC server sends the disconnection response to the MC gateway client residing on the MC gateway UE.
4.	The MC gateway UE updates MC gateway client connection status to disconnected.
[bookmark: _Toc106019389]11.5.4.2.4	Connection status notification
The procedure for connection status notification initiated by an MC gateway UE towards an MC gateway client is shown in figure 11.5.4.2.4-1 informs about the status of connection status that may result into a disconnection.
Pre-conditions
-	The MC client has an authorized connection via an MC gateway UE to an MC server.
-	The MC gateway UE is no longer able to provide the requested service depending on reasons further detailed in Annex D.


Figure 11.5.4.2.4-1: Connection status notification to an authorized MC client 
1.	The MC gateway UE wants to disconnect the connection with an MC server for the corresponding MC gateway client. The MC gateway UE sends connection status notification to the MC gateway client using the corresponding GW MC gateway ID.
2.	The connection status may result that the MC gateway client wants to disconnect the connection with the MC server (see disconnection in clause 11.5.4.2.3).

******************************************End of Changes*****************************************
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