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1. Introduction
This contribution proposes to resolve editor’s note related to SA2 in solution #13.
2. Reason for Change
Editor's Note:
How to provision the updated ECS configuration information via the 5GC is SA2's responsibility.
Editor's Note:
Relationship between the Spatial Validity Condition defined in 3GPP TS 23.502 [8] and Supported PLMN ID is FFS. 

The above editor’s notes can be converted to NOTE because it is clear that the issues should be consulted by SA2 and they are not for further study solely in SA6. 
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.0.1.
* * * First Change * * * *

7.13.2
Solution description

This solution addresses key issue #6 on edge services support across ECSPs and key issue #10 on support for roaming UEs.

This solution proposes to include supported PLMN ID(s) in the ECS configuration information as described in the following table:
Table 7.13.2-1: ECS configuration information provided by ECS to 5GC 

	Information element
	Status
	Description

	…
	…
	…

	Supported PLMN ID(s)
	O
	The identifier of the PLMNs of which EDN configuration information can be provided by the ECS


NOTE:
Except in LBO roaming scenario, when the ECS configuration in Table 7.13.2-1 is successfully stored in the UDM, the H-SMF can provide ECS Configuration Information including a VPLMN ID. In this case, UE can use the ECS Configuration Information to get EDN configuration information of the VPLMN only when the UE is registered via a cell of the VPLMN.

The above ECS configuration information may be provisioned to the 5GC procedure (see 3GPP TS 23.502 [8]) or configured in an ECS so that it can be used to select proper other ECS in solution #4 of clause 7.4.


Note:
How to provision the updated ECS configuration information via the 5GC is SA2's responsibility.
Editor's Note:
It is FFS whether additional IE such as supported ECSP ID(s) is included in the ECS configuration information.
Editor's Note:
It is FFS whether the Supported PLMN ID(s) needs to be provided to the EEC.  


Note:
Relationship between the Spatial Validity Condition defined in 3GPP TS 23.502 [8] and Supported PLMN ID should be consulted with SA2. 

* * * End of Change * * * *

