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Abstract: The present document provides the summary about Editor’s Notes for 5G MBS subject in current version of 3GPP TS 23.289 and the review of the WID objectives.
1.
Check on Editor´s Notes
	Number
	Affected clause in 3GPP TS 23.289
	Text 
	Remarks 

	1
	4.7.1 (Architecture)
	Editor's note: For Rel-17/Rel-18, the use by MCX of capabilities enabled by optional functional entities (e.g. MBSF/MBSTF) and their associated interfaces, e.g. features such as MCData file delivery via User service or media features (e.g. RoHC, FEC), is FFS.
	Depends on SA4 progress.

Resolved by contribution S6-220911 agreed in SA6#47-e

	2
	4.7.1 (Architecture)
	Editor's Note: In clause 4.7 and its subclauses, the architecture representations and the reference points are FFS.
	Resolved by contribution S6-220709 agreed in SA6#47-e

	3
	5.2
	Editor's Note: The use of multicast session connectivity and associated procedures for the application plane is FFS.
	Resolved by contribution S6-220910 agreed in SA6#47-e

	4
	5.4.1
	Editor's note: The architecture representations for MCPTT, MCVideo and MCData needs to be aligned with clause 4.7
	

	5
	7.3.1
	Editor's Note: The services considered is currently limited to transport only mode. Services related to full-service mode, such MCData related scenarios where FEC is needed (e.g., file transfer) are FFS, as they depend on further progress in SA4.
	Depends on SA4 progress

Resolved by contribution S6-220911 agreed in SA6#47-e

	6
	7.3.3.12.1
	Editor's Note: The related procedure and the reference to the SA4 specification is FFS.
	Depends on SA4 progress

Resolved by contribution S6-220911 agreed in SA6#47-e

	7
	7.3.3.13.2
	Editor's note: How to implement the FEC request/response is FFS and up to SA4 to specify.
	Depends on SA4 progress

Resolved by contribution S6-220911 agreed in SA6#47-e


2.
WI Objectives check (SA6-211789)
	Main 
	Sub 
	Remarks / Completion

	Functional model


	To address necessary updates on MC common functional model and MC service functional models in correspondence to the 5MBS architectural model considering transport only mode for group communication purposes;
	Note 2 clause 4.7.2

NOTE 2:
When the MCX server uses MBS, the N5 reference point is used in accordance to clause 5.3.1.
The use of N5 is not part of 3GPP TS 23.247 and therefore the use of N5 is vague. In accordance to TS 23.247 only N33 or Nmb10 is used and mentioned in this TS.

The use of transport only or service mode is not very obvious at the moment. Session versus bearer context and impacts on EPS/5GC interworking.

	
	Functional changes in the 5MBS context on the use of broadcast session;
	Available 

	
	Functional changes in the 5MBS context on the use of multicast session;
	Available 

	
	To enable MC service operation using 5GS and EPS;
	Available

	Identification
	To address differences in the use of 5MBS identifiers
	Partially available
Missing for example use of MBS session ID, IP addresses etc.

	Session management aspects
	To address required subscription enhancements;
	See identification 

	
	To address required configuration in the use of 5MBS;
	Partially elaborated.

	
	To address differences in the use of QoS parameters
	Not elaborated.

	Mobility aspects
	To address the differences caused by mobility in the use of multicast mode/broadcast mode within the 5GS;
	Available

	
	To address the differences caused by mobility in the use of multicast mode/broadcast mode between 5GS and EPS;
	Partially available but is not well elaborated.
For example:

The inter-system change of an MC service UE will be transparent to the MC service server. The MC service server will continue interacting with the same control plane functions, e.g. PCF, and user plane function, e.g. UPF + PGW-U.

The system change will change the signalling to the MC service user. Furthermore, 5GS = PCF and EPS = PCRF.


3.
Further topics
-
Necessary editorial changes;

-
The use of non-3GPP access for 5G MBS 

-
Use of acronyms (RAT), and sometime the use of bearer (5GS context), e.g., 7.3.3.12.3 which is in the use of 5GS limited to use of radio bearer.
