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1. Introduction
Thie pCR proposes to resovle some of the ENs from solution #1.
2. Reason for Change
Following EN is resolved:

Editor's note:
Information table for all messages is FFS.

- As each procedure in solution #1, clearly specifies the information to be included in the request message. Information being passed in the request message can be captured as IE table in normative phase. 

Followng EN is resolved:

Editor's note:
Configuring VAL server procedure is required or not is FFS.
- It is required to confirm VAL server – so that the VAL server knows which all parameter to be monitored and and when to monitor. Based on such contineous monitoring, the VAL server can provide response to ASM server when ASM server request to send immediate report in clause 5.1.4.1.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-97 v0.6.0.
* * * First Change * * * *

5.1.3
Configuring VAL server

To monitor status of the application service, the ASM server can configure the VAL server to monitor status information.
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Figure 5.1.3-1: Configuring VAL server
1)
In order to configure the VAL server, the ASM server sends ASM Configuration request towards VAL server including all parameters to be monitored the VAL server. The parameters include average request queue length, average time to process request, CPU usage, memory usage, etc. 
2)
Upon received the request, the VAL server sends response and starts monitoring all activities.



* * * End of Change * * * *
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