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[bookmark: _Toc37790957][bookmark: _Toc42003906][bookmark: _Toc50584219][bookmark: _Toc50584563][bookmark: _Toc57673406][bookmark: _Toc98854071]* * * Change 1 * * * *
[bookmark: _Toc37790944][bookmark: _Toc42003893][bookmark: _Toc50584206][bookmark: _Toc50584550][bookmark: _Toc57673393][bookmark: _Toc98854058]6.3.2	Edge Enabler Server (EES)
EES provides supporting functions needed for EASs and EEC.
Functionalities of EES are:
a)	provisioning of configuration information to EEC, enabling exchange of application data traffic with the EAS;
b)	providing API invoker and API exposing functions as specified in 3GPP TS 23.222 [6];
c)	interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (i.e. SCEF/NEF/SCEF+NEF);
d)	exposing events related to ACT;
e)	EEC context transfer between EESs;
fe)	supporting external exposure of 3GPP network and service capabilities to the EAS(s) over EDGE-3;
gf)	registration functions (i.e., registration, update, and de-registration) for the EEC(s) and the EAS(s); and
hg) triggering the EAS instantiation on demand;.
i) processing ACR launching request (i.e., ACR initiation or ACR determination);
j) providing ACR information notification (i.e., ACR complete and/or the selected T-EAS/T-EES) to EEC based on subscription for required AC(s); and
k) executing EELManagedACR operation for S-EAS.

* * * Change 2 * * * *
[bookmark: _Toc37790948][bookmark: _Toc42003897][bookmark: _Toc50584210][bookmark: _Toc50584554][bookmark: _Toc57673397][bookmark: _Toc98854062]6.3.6	Edge Application Server (EAS)
[bookmark: OLE_LINK40]EAS is the application server resident in the EDN, performing the server functions. The AC connects to the EAS in order to avail the services of the application with the benefits of Edge Computing.
It is possible that the server functions of an application are available only as an EAS. 
However, it is also possible that certain server functions are available both at the edge and in the cloud, as an EAS and an Application Server resident in the cloud respectively. The server functions offered by an EAS and its cloud Application Server counterpart may be the same or may differ; if they differ, the Application Data Traffic exchanged with the AC may also be different.
The EAS can consume the 3GPP Core Network capabilities in the following ways, all of which are optional to support:
a)	invoking 3GPP Core Network capabilities via the edge enabler layer through the EES
b)	invoking 3GPP Core Network function (e.g. PCF) APIs directly, if it is an entity trusted by the 3GPP Core Network; and
c)	invoking the 3GPP Core Network capabilities through the capability exposure functions i.e. SCEF/NEF/SCEF+NEF.
The S-EAS can provide the selected target EAS information to S-EES, and S-EAS/T-EAS can send ACR status update message to the corresponding S-EES/T-EES.
* * * End of the Change(s) * * * *

