
3GPP TSG-SA WG6 Meeting #49-e
S6-221211
e-meeting, 16th – 25th May 2022
(revision of S6-22xxxx)
Source:
Huawei, Hisilicon
Title:
IEs for procedure in clause 7.1
Spec:
3GPP TS 23.545 v0.4.0
Agenda item:
8.6
Document for:
Approval
Contact:
Niranth (namogh@huawei.com)
1. Introduction
This contribution provides a proposal for IEs for procedure in clause 7.1.
2. Reason for Change
Adding the information elements for the procedure in clause 7.1
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.545 v0.4.0.
* * * First Change * * * *

7.1.3
Information flows


7.1.3.1
FFAPP connectivity request

Table 7.1.3.1-1 describes the information flow for FFAPP connectivity request from a FAE client to the FAE server.

Table 7.1.3.1-1: FFAPP connectivity request
	Information element
	Status
	Description

	Source FF UE ID
	M
	Identifier of the requestor FF UE 

	List of destination FF UE IDs
	M
	Identifiers of the destination FF UEs

	FFAPP service requirements
	M
	Details of service requirements

	>Packet size (NOTE)
	O
	Size of the packet to be transmitted.

	>Packet transmission interval (NOTE)
	O
	Intervals at which the packet is to be transmitted

	>Packet processing latency (NOTE)
	O
	Latency for packet processing

	>Packet loss KPI (NOTE)
	O
	The KPIs related to packet loss (e.g. allowed packet loss rate, packet loss amount, packet error rate)

	NOTE:
At least one of information elements of the FFAPP service requirement shall be included.


7.1.3.2
FFAPP connectivity response

Table 7.1.3.2-1 describes the information flow for FFAPP connectivity response from the FAE server to the FAE client.

Table 7.1.3.2-1: FFAPP connectivity response
	Information element
	Status
	Description

	Result
	M
	Result from the FAE server in response to request indicating success or failure for accepting the request.


7.1.3.3
FFAPP connectivity notification
Table 7.1.3.3-1 describes the information flow for FFAPP connectivity notification from the FAE server to the FAE client.
Table 7.1.3.3-1: FFAPP connectivity notification
	Information element
	Status
	Description

	Session information
	M
	Session information for the established connectivity for FFAPP communication

	List of accepted FF UE IDs (NOTE)
	O
	The list of FF UEs which are accepted for the connectivity established for the FFAPP communication

	NOTE:
The List of accepted FF UE IDs IE shall be included when the FFAPP connectivity notification is sent to the initiator of the FFAPP connectivity request.


