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* * * First Change * * * *
[bookmark: _Toc98840444][bookmark: _Toc91749784]7.3.2.2	VoidMBS UE session join notification
Table 7.3.2.2-1 describes the information flow of MBS UE session joining notification from the MC service client to the MC service server after successfully joining a certain multicast MBS session procedure as defined in 3GPP TS 23.247 [15]. 
Table 7.3.2.2-1: MBS UE session join notification
	Information element
	Status
	Description

	MBS session ID(s)
	M 
	The identity of the broadcast MBS session(s) being monitored. It is the TMGI type.

	MC service ID
	M
	Identity of the MC service user who is reporting the session status

	MBS multicast joining status
	M
	The multicast listening status can be joined if successfully joined MBS session.



* * * Next Change * * * *
[bookmark: _Toc98840452][bookmark: _Toc91749792][bookmark: _Toc82085778]7.3.2.10	MBS listening status report
Table 7.3.2.10-1 describes the information flow of MBS listening status report from the MC service client to the MC service server. The MBS listening status report is applicable to both broadcast and multicast MBS sessions.
Table 7.3.2.10-1: MBS listening status report
	Information element
	Status
	Description

	MBS session ID(s)
	M 
	The identity of the MBS session(s) being monitoredwhose related information is to report.

	MC service ID
	M
	Identity of the MC service user who is reporting the session status. It may either be the MCPTT ID, MCVideo ID, or MCData ID.

	MBS listening status 
	OM(NOTE 2)
	The listening status per TMGI.

	MBS reception quality level (NOTE 1)
	O
	The reception quality level 

	Unicast listening status
	O
	The unicast listening status associated with the unicast delivery.

	MBS multicast joining status
	O (NOTE 2)
	Indicate successfully joined MBS session per MBS  session ID.

	NOTE 1:	The set of quality levels helps service continuity in broadcast and multicast scenarios. A reception quality level may help to make an efficient switching decision to unicast delivery. How these levels are used is implementation specific.
NOTE 2:	Only one of them shall be present per session type, i.e., MBS listening status per broadcast, MBS multicast joining status per multicast.



[bookmark: OLE_LINK1]* * * End of Change * * * *
