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1. Introduction
This contribution provides a proposal for resolving EN on CAPIF-8
2. Reason for Change
There is an EN in clause 6.2:
Editor's Note:
The consent provisioning via CAPIF-8 is FFS.

The resource owner client(s) interaction with Authorization function is a client-server interaction belonging to the Service Provider which is depicted as CAPIF-8. In practice, such client-server interactions related to resource owner client(s) and Authorization function are proprietary in nature due to the business relationship aspects involving the resource owner (end user/subscriber) and the specific Service Provider. Example: No two MNOs/Service Providers provide same interface for CAPIF-8 functionalities.
Whether and how such client-server interactions between Resource Owner client(s) and Authorization function can be addressed should be left to SA3 decision.

3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v1.2.0.
* * * First Change * * * *

6.2.1.2
Functional model

6.2.1.2.1
Functional model description for the CAPIF with SNA enhancements

Figure 6.2.1.2.1-1 shows the reference point based functional model for the CAPIF with enhancements to support SNA.
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Figure 6.2.1.2.1-1: Functional model for the CAPIF with SNA enhancements

The resource owner client(s) are application clients used by end-users or subscribers of the API provider domain's service provider as specified in 3GPP TS 33.501 [8]. 

The resource owner client(s) reside within the API provider domain and interacts with the authorization function via CAPIF-8. The resource owner communicates with the authorization function to provide and revoke resource owner consent. The resource owner interactions are supported via a resource owner client, which is a client-side entity.
NOTE 1:
Whether and how CAPIF-8 functionalities are to be addressed is to be decided in SA3.

Editor's Note:
The location of the authorization function in the CAPIF functional model is FFS.

The API exposing function (e.g NEF) acts as a resource owner consent enforcement point as specified in 3GPP TS 33.501 [8] and interacts with the authorization function via CAPIF-9. The API exposing function can retrieve the resource owner consent parameters from.the authorization function. 

The API invoker interacts with authorization function via CAPIF-10/CAPIF-10e. The API invoker can retrieve the resource owner consent parameters from the authorization function.

The API invoker interacts with CAPIF core function via CAPIF-1/CAPIF-1e to discover and obtain API access information. Further, the API invoker interacts with API exposing function via CAPIF-2/CAPIF-2e to perform service API invocations.
NOTE 2:
Security aspects including specification of the authorisation procedures are to be decided in SA3. 
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