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1. Introduction
The Editor’s Note on Multi-USS configuration is removed. Details on configuration will be specified during the normative work. The below change is proposed incorporated into TR 23.700-55 v 0.4.0.

* * * *   Start of changes   * * * *
[bookmark: clause4][bookmark: _Toc100874992]7.3.2.3.2	Multi-USS configuration
This procedure enables the configuration of the UAE client, based on a request from UAS application specific server (which can be the USS/UTM) to configure multi-USS capabilities to the UAE client.
Figure 7.3.2.3.2-1 illustrates the USS management configuration procedure.
Pre-conditions:
1.	The UAS UEs are connected to 5GS and authenticated and authorized by UAS application specific server as specified in clause 5.2 of 3GPP TS 23.256 [4].
2.	UAE server has established a UAE session with the respective UAE clients as the UAE clients are successfully registered to the UAE server.
3.	UAE server has performed the initiation of USS management capabilities as in clause 7.3.2.2.2.



Figure 7.3.2.3.2-1: Multi-USS configuration
1. The UAE server sends a Multi-USS configuration request to the UAE client. The UAE client receives a Multi-USS configuration request from the UAE server that includes the Multi-USS configuration parameters. In the case of removal of Multi-USS configuration parameters for a USS from the UAE client, then the request shall only include a USS identifier (e.g. FQDN) for the USS that will be removed.
NOTE:	Further details on the elements and other procedures of multi-USS configuration will be specified during the normative work in stage 2 and stage 3.
Editor's Note:	Further details on configuration, like e.g. removal of the complete multi-USS configuration, is currently not included in the solution.
2.	The UAE client stores or removes the Multi-USS configuration parameters as per the information received in step 1.
3.	The UAE client sends a Multi-USS configuration response to the UAE server.
* * * *   End of changes   * * * *
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