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1. Introduction
This contribution introduces requirements for multi-USS deployments. The contribution also introduces the detailed UAS application layer functional model. The below changes are proposed incorporated into 3GPP TR 23.700-55 v 0.4.0.

* * * *   Start of changes   * * * *
[bookmark: clause4][bookmark: _Toc100874976][bookmark: _Toc25612827][bookmark: _Toc25613530][bookmark: _Toc25613794][bookmark: _Toc27647752][bookmark: _Toc82472222][bookmark: _Toc82473767][bookmark: _Toc82473829][bookmark: _Toc100875013][bookmark: _Toc100874997]5	Architecture requirements
[bookmark: _Toc100874977]5.1	General
This clause provides a general description of enhancements to the architecture requirement and its enhancements.
[bookmark: _Toc100874978]This clause specifies all requirements related to enhanced application architecture for UAS applications.
5.2	Requirements
This clause lists the architecture requirements.
[bookmark: _Toc100874979]5.2	Support for multi-USS deployments
5.2.1	Description
This clause specifies the requirements related to support for multi-USS deployments.
5.2.2	Requirements
[AR-5.2.2-a] The UAE Server shall provide a mechanism for configuring of multi-USS capabilities from the USS.
[AR-5.2.2-b] The UAE Server shall provide a mechanism for configuring the multi-USS capabilities at the UAE Client (UAV).
[AR-5.2.2-c] The UAV Server shall provide a mechanism to support change of USS during UAS operations.
[AR-5.2.2-d] The UAE Client (UAV) shall provide a mechanism to support change of USS based on the multi-USS capabilities when an immediate change of USS is needed.
NOTE:	The details of multi-USS capabilities will be specified during the normative work.
6	Architecture
[bookmark: _Toc100874980]6.1	General
This clause provides a general description of the architecture and its enhancements.
[bookmark: _Toc100874981]Figure 6.1-1 illustrates the detailed UAS application layer functional model as outlined in 3GPP TS 23.255 [2].


Figure 6.1-1: UAS application layer functional model
6.2	Architecture enhancement #x: <Title>
This clause provides an architecture enhancement to the UAS application architecture based on the Rel-17 architecture.
No enhancement to the Release 17 architecture is identified.
* * * *   End of changes   * * * *
[bookmark: historyclause]
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