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1. Introduction
This contribution proposes "Key issue and solutions" mapping table for "Overall evaluation".
2. Reason for Change
Filling the template with the details. It requires further updation in subsequent meetings.
3. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-98 v0.6.0.


* * * First Change * * * *
[bookmark: _Toc101421108]10	Overall evaluation
This clause provides a summary of architecture enhancements and solution evaluations.
[bookmark: _Toc365058][bookmark: _Toc82472220][bookmark: _Toc82473765][bookmark: _Toc101421109]10.1	Architecture enhancements
[bookmark: _Toc365059][bookmark: _Toc82472221][bookmark: _Toc82473766][bookmark: _Toc101421110]10.2	Key issue evaluations
[bookmark: _Toc25612827][bookmark: _Toc25613530][bookmark: _Toc25613794][bookmark: _Toc27647752][bookmark: _Toc82472222][bookmark: _Toc82473767][bookmark: _Toc101421111]10.2.1	General
All the key issues and solutions specified in this technical report are listed in Table 10.2.1-1. 
The table provides a mapping of the key issues to the related solutions. It also indicates whether the solution requires enhancement to the Release-17 architecture, identities or cardinalities, and lists the dependencies on other working groups.
Table 10.2.1-1 Key issue and solutions 
	Key issues
(evaluation clause reference)
	Solution
	Solution
(clause reference)
	Enhancements required
	Dependency on other working groups

	#1: <title>
	#x: <title>
	6.x
	Architecture / Identities / Cardinalities /  None
	<WG>

	
	#y: <title>
	6.y
	Architecture / Identities / Cardinalities /  None
	<WG>

	Key issue #1: Enhanced notification service to the EEC
	Solution #1: Service provisioning via push notification
	7.1
	
	

	
	Solution #3: Service provisioning triggering via SMS over NAS
	7.3
	
	

	
	Solution #20: Propagation of EEL notifications to EEC using Edge Notification Server
	7.20
	
	

	Key issue #2: Enablement of Service APIs exposed by EAS
	Solution #8: EAS Service API enablement using CAPIF
	7.8
	
	

	
	Solution #11: A deployment option for alignment with ETSI MEC using CAPIF
	7.11
	
	

	Key issue #3: Enhancements to service continuity planning
	Solution #6: ACR update in service continuity planning
	7.6
	
	

	
	Solution #7: EES monitors UE mobility for service continuity planning
	7.7
	
	

	
	Solution #12: Service continuity planning allowance
	7.12
	
	

	
	Solution #21: Prediction expiration time for service continuity planning enhancement
	7.21
	
	

	Key issue #4: EDGE-5
	Solution #22: Support simultaneous EAS connectivity in ACR
	7.22
	
	SA3

	Key issue #5: Alignment of EDGEAPP and ETSI MEC
	Solution #11: A deployment option for alignment with ETSI MEC using CAPIF
	7.11
	
	SA5

	Key issue #6: Edge services support across ECSPs
	Solution #4: ECS discovery through serving ECS to support edge services across ECSPs
	7.4
	
	

	
	Solution #5: ECS enhancement to discover EESs via other ECSs to support edge services across ECSPs
	7.5
	
	

	
	Solution #13: Update ECS configuration information
	7.13
	
	SA2

	Key issue #7: Application traffic filter exposure
	Solution #2: Traffic filter support for EDGE-3 API addressing application traffic detection
	7.2
	
	

	Key issue #8: EAS selection synchronization
	Solution #15: Initial EAS selection declaration
	7.15
	
	

	Key issue #9: Enhancement of dynamic EAS instantiation triggering
	
	
	
	SA5

	Key issue #10: Support for roaming UEs
	Solution #4: ECS discovery through serving ECS to support edge services across ECSPs
	7.4
	
	SA2, SA3

	
	Solution #5: ECS enhancement to discover EESs via other ECSs to support edge services across ECSPs
	7.5
	
	

	
	Solution #13: Update ECS configuration information
	7.13
	
	

	
	Solution #14: V-ECS Discovery via the H-ECS
	7.14
	
	

	Key issue #11: ACR between EAS and Cloud Application Server
	Solution #24: ACR between CAS and EAS
	7.24
	
	

	
	Solution #25: ACR between EAS and Cloud Application Server
	7.25
	
	

	Key issue #12: EEL service differentiation
	Solution #12: Service continuity planning allowance
	7.12
	
	

	
	Solution #16: EAS discovery for different users
	7.16
	
	

	Key issue #13: Edge enabler layer support for EAS synchronization
	
	
	
	

	Key issue #14: Application traffic influence for initially selected EAS
	Solution #9: Application traffic influence trigger from EAS
	7.9
	
	

	
	Solution #15: Initial EAS selection declaration
	7.15
	
	

	
	Solution #17: Traffic influence for initial EAS discovery
	7.17
	
	

	Key issue #15: Support of constrained devices for Edge
	Solution #10: low power mode support
	7.10
	
	[bookmark: _GoBack]

	
	Solution #18: Constraint device in EDGEAPP
	7.18
	
	

	Key issue #16: support of NAT deployed within the edge data network
	Solution #23: UE identification with NAT
	7.23
	
	SA2

	Key issue #17: Discovery of a common EAS
	Solution #27: Enabling AC Association Aware services by selecting common EASs
	7.27
	
	

	
	Solution #28: Common EAS discovery using EAS selection information
	7.28
	
	

	
	Solution #29: Discovery of a common EAS
	7.29
	
	

	Key issue #18: Linkage between EASs
	Solution #26: Bundled EASs
	7.26
	
	

	Key issue #19: ACR scenario combination
	Solution #19: EES determines the selected ACR scenario
	7.19
	
	

	Key issue #20: Method of supporting federated EAS service
	
	
	
	

	Key issue #21: Simultaneously EAS connectivity in ACR
	Solution #22: Support simultaneous EAS connectivity in ACR
	7.22
	
	

	Key issue #22: EAS discovery in Edge Node sharing scenario
	
	
	
	




