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1. Introduction
This contribution provides an evaluation on solution #12.
2. Reason for Change
This contribution provides a solution evaluation

.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v0.6.0.
* * * First Change * * * *

7.12
Solution #12: Service continuity planning permission
7.12.1
Architecture enhancements
TBD.
7.12.2
Solution description

7.12.2.1
General

This solution addresses the key issue #3 on enhancements to service continuity planning and the key issue #12 on EEL service differentiation.

In this solution, the EEC provides its capability to perform service continuity planning and the EES can provide information about allowing the service continuity planning.  
7.12.2.2
Procedure
Pre-conditions:

1.
EEC knows whether the planned or predicted UE mobility behaviour is available.
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Figure 7.12.2.2-1: Service continuity planning allowance during EEC Registration procedure
1.
The EEC provides EEC Service Continuity Support or indication to request service continuity planning permission when sending EEC Registration request. The request message may contain the capability of EEC to detect and provide information about planned or predicted UE mobility behaviour (e.g. including whether the UE moves to the expected/predicted location or not).
Editor's note:
It is FFS whether the EEC can provide the EES with its capability to obtain and provide information about planned, projected, or anticipated UE mobility behaviour. 

2.
If the EEC Registration request message includes EEC Service Continuity Support or indication to request service continuity planning permission, the EES verifies if the service continuity planning is allowed or not for the EEC based on the ECSP policy or the request from the EAS provider. If the EEC indicates to the EES in step1 that it cannot detect information about predicted UE mobility behaviour, then the EES monitors predicted UE mobility (e.g. including whether the UE moves to the expected/predicted location or not for service continuity planning.).

If AC profile(s) is provided in step 1, the EES may verify whether the service continuity planning is allowed or not for each EAS(s) matched with the AC profile(s) based on the ECSP policy or the request from the EAS provider.  
Editor's note:
It is FFS how the EES verifies if the service continuity planning is allowed.

3.
The EES sends EEC Registration response including indication on whether service continuity planning is allowed or not.

If the EEC receives the indication that service continuity planning is allowed in step 3, the EEC detects or acquires the planned or predicted UE mobility behaviour. If the EES verifies and indicates the service continuity planning permission per application to the EEC in step 2-3, the EEC performs the required detection or acquisition of the planned or predicted UE mobility behaviour for the EASs allowed for service continuity planning.

If the EEC is indicated that service continuity planning is not allowed, the EEC does not issue the application context relocation request for service continuity planning.

NOTE:
If the EEC is indicated that service continuity planning is not allowed, the EEC does not perform detecting or acquiring the planned or predicted UE mobility behaviour for the purpose of service continuity planning.
Editor's note:
It is FFS whether response message contains that the EES will monitoring whether the UE moves to the expected/predicted location or not, when the EEC cannot detect UE mobility. 

7.12.3
Solution evaluation

This solution addresses the key issue #3 on enhancements to service continuity planning and the key issue #12 on EEL service differentiation. The proposed solution enables ECSP(s) to allow the service continuity planning selectively for UEs or for applications. For example, the service continuity will be enabled only if the resources are sufficient and if the UE (e.g. of a premium user) is allowed for the predicted application context relocation. In this regard, the solution #13 proposes potential impact on information to communicate within EEL in order to enable service differentiation of the sevice continuity planning. Specifially, the solution introduces the following impacts on the EEC and the EES:

-
The EEC supports to provide indication to request service continuity planning permission and its capability to perform service continuity planning; and 
-
The EES supports to verify if the service continuity planning is allowed and provide information about the permission of the service continuity planning to the EEC.

Editor's note:
Potential backward compatibility issue should be evaluated for this solution 
* * * End of Change * * * *
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