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1	Overall description
SA6 thanks CT3 for the LS on SS_NetworkResourceMonitoring procedure.
Question 1: When the NRM server receives termination of reporting requirements from the VAL server, what is the exact behavior of the NRM server? Should the NRM server terminate the subscription when the conditions provided in the termination of reporting requirements are met or is it expected that the VAL server terminates the subscription at the reception of a notification from the NRM server indicating that termination of reporting conditions are met?
Answer 1: When the termination of reporting criteria is met, NRM server shall terminate the subscription. See attached CR for detailed clarification.
Question 2: If unicast QoS monitoring notifications may contain termination of reporting related information (e.g. termination of reporting conditions are met), then what should exactly be the behavior of the VAL server at the reception of such information?
Answer 2: If unicast QoS monitoring notification contains termination of reporting related information, the VAL server shall treat the subscription is terminated because the NRM server stops reporting onwards and terminates the subscription.
Question 3: Can the VAL server provide a multi-parameter threshold (e.g., the provided by the VAL server threshold contains the threshold values for the uplink delay, downlink delay, and average traffic volume for downlink) for the event-triggered threshold reached reporting termination?
Answer 3: Yes.
Question 4: How does the NRM server handle the subscription termination based on the multi-parameter threshold provided by the VAL server?
Answer 4: If multiple threshold parameters are provided, the VAL server may set a termination condition for threshold. For instance, if uplink delay threshold and traffic volume threshold are both reached, the subscription is terminated by NRM server. See attached CR for detailed clarification.
2	Actions
To CT3
ACTION: 	SA6 asks CT3 to kindly consider the information provided above in their work.
3	Dates of next TSG SA WG 6 meetings
SA6#49-bis-e     22nd June –  1st July 2022 	e-meeting
SA6#50              22nd August –  26th August 2022 	meeting
