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1. Introduction

This paper proposes the Cardinality rules for NSCE.

2. Reason for Change

The Cardinality rules needs to be added.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-99 v 1.1.0.
* * * First Change * * * *

4.3
Cardinality rules

4.3.1
General

The cardinality rules are applied to the architecture specified in clause 4.2. The cardinality rules are based on functional elements. The functional elements cardinality specifies the multiplicity of the functional elements that can exist as per the architecture. 

4.3.2
Functional Entity Cardinality

4.3.2.1
VAL Client
The following cardinality rules apply for VAL Clients:

a)
one or more VAL Clients may be located in a UE.

4.3.2.2
NSCE Client
The following cardinality rules apply for NSCE Clients:

a)
One or more NSCE Client(s) may be located in a UE.

4.3.2.3
NSCE Server
The following cardinality rules apply for NSCE Server:

a)
One or more NSCE Server(s) may be located in an PLMN; and

b)
One or more NSCE Server(s) may be located in an PLMN per Network slice Provider.

4.3.2.6
VAL Server
The following cardinality rules apply for VAL Servers:

a)
One or more VAL Server(s) may be served by one NSCE server.
4.3.3
Service Cardinality

a)
One NSCE server may enable one or more Network slice(s) identified by S-NSSAI(s);

b)
One Network slice can only be enabled and served by one NSCE server.

c)
The NSCE servers may provide service in the same or in different Tracking Areas.
* * * Next Change * * * *

