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[bookmark: _Toc35896801][bookmark: _Toc91856475][bookmark: _Toc66460300][bookmark: _Toc98853949]*****************Change 1************************
[bookmark: _Toc66460295][bookmark: _Toc98853953]8.2.3	Non-MSGin5G UE Registration
Non-MSGin5G UEs (i.e., Legacy 3GPP UEs or Non-3GPP UEs) are connected to the MSGin5G Server through a Message Gateway. When the Message Gateway finishes the configuration procedure on behalf of the Non-MSGin5G UE as specified in clause 8.1.3,The the Message Gateway performs registration with the MSGin5G Server on behalf of the Non-3GPP UEs, based on the registration request from the Non-3GPP UE or on pre-provisionedNon-MSGin5G UE configuration information. 
NOTE:	After the procedure is complete, the Message Gateway may communicate the result to the Non-MSGin5G UE to enable MSGin5G Services at the Non-3GPP UEs and the procedure is out of scope of this document.
The signalling flow is illustrated in figure 8.2.3-1. 
Pre-conditions:
1.	The Message Gateway has been pre-provisioned configured with the MSGin5G Server address and UE Service ID for a Non-3GPP UE.
2.	Both tThe Non-3GPP UE and Message Gateway have been configured with the necessary credentials on behalf of Non-3GPP UE to enable authentication and Non-3GPP UE registration at the Message Gateway.
3.	A secured connection has been established between the Message Gateway and the MSGin5G Server.




Figure 8.2.3-1: Non-MSGin5G UE registration
1.	Non-MSGin5G UE interacts with the Message Gateway and finishes the Non-MSGin5G UE Configuration procedure specified in clause 8.1.3The Non-MSGin5G UE registers at the Message Gateway. Alternatively, the Non-MSGin5G UE registration information is configured at the Message Gateway. The Message Gateway, based on the registration request and pre-provisioned information, registers the UE with the MSGin5G Server, a corresponding UE Service ID and, if available, a Non-MSGin5G UE profile.
Table 8.2.3-1: Non-MSGin5G UE registration request
	Information element
	Status
	Description

	UE Service ID
	M
	UE service identifier assigned to the requesting Non-MSGin5G UE.

	MGW Service ID
	M
	The service identifier of the Message Gateway performing registration on behalf of a Non-MSGin5G UE

	UE credential information
	M
	The information needed to authenticate the UE. The authentication and authorization between MSGin5G client and MSGin5G Server are specified in Annex Y.2 of 3GPP TS 33.501 [16].

	Non-MSGin5G UE Profile
	O
	Set of parameters describing the Non-MSGin5G UE

	>Non-MSGin5G UE Communication Availability
	O
	Communication availability information for the Non-MSGin5G UE to receive messages. This IE informs the MSGin5G Server if the UE has a specific application-level schedule/periodicity to its MSGin5G communications, which may be used to determine whether and when MSGin5G communications are attempted. See Table 8.2.1-3.

	> Maximum MSGin5G segment size
	O
	The maximum segment size that can be transmitted over available transport by the Message Gateway on behalf of the Non-MSGin5G Client. The value of it is configured to the Message Gateway on behalf of the Non-MSGin5G Client in the MSGin5G Service specific information IE as specified in Table 8.1.3-2.
If this IE is not included, the MSGin5G Server shall use the pre-configured global value within the MSGin5G service domain.



2.	The Message Gateway, based on the configuration information, registers the UE with the MSGin5G Server, a corresponding UE Service ID and, if available, a Non-MSGin5G UE profile. ItThe Message Gateway sends the Non-MSGin5G UE registration request to the MSGin5G Server. The request includes the information detailed in Table 8.2.3-1.
3.	The MSGin5G Server authenticates the Message Gateway and authorises the Message Gateway on behalf of the Non-MSGin5G UE to receive the MSGin5G Service. If the registration is successful, The the MSGin5G Server records stores the UE Service ID and associated Non-MSGin5G UE Profile informationUE's availability for MSGin5G Service.
4.	The MSGin5G Server returns the result of the registration in the Non-MSGin5G UE registration response message, with the information detailed in table 8.2.21-24, to the Message Gateway.
[bookmark: _Toc66460296][bookmark: _Toc98853954]8.2.4	Non-MSGin5G UE De-registration
The Message Gateway performs de-registration with the MSGin5G Server on behalf of the Non-MSGin5G UEs, in order to terminate services from the MSGin5G Server. 
NOTE:	After the procedure is complete, the Message Gateway may communicates the result to the requesting Non-MSGin5G UE and the procedure is out of scope of this document.
The procedure assumes that the Message GatewayNon-MSGin5G UE is responsible for initiating the de-registration from the MSGin5G Server on behalf of the Non-MSGin5G UE. The signaling flow for Non-MSGin5G UE de-registration is illustrated in figure 8.2.4-1.
Pre-conditions:
1.	The Message Gateway successfully performed registration with the MSGin5G Server on behalf of the Non-MSGin5G UE.


 
Figure 8.2.4-1 : Non-MSGin5G UE de-registration
1.	The Message Gateway determines to de-register the Non-MSGin5G UE with the MSGin5G Server.
2.	The Message Gateway sends a Non-MSGin5G UE de-registration request to the MSGin5G Server that includes the UE Service ID associated with the Non-MSGin5G UE, as shown in Table 8.2.4-1.
Table 8.2.4-1: Non-MSGin5G UE de-registration request
	Information element
	Status
	Description

	UE Service ID
	M
	UE service identifier assigned to the Non-MSGin5G UE.

	UE credential information
	M
	The information needed to authenticate the UE. The authentication and authorization between MSGin5G client and MSGin5G Server are specified in Annex Y.2 of 3GPP TS 33.501 [16].



3.	The MSGin5G Server validates the Non-MSGin5G UE de-registration request and verifies the security credentials. The MSGin5G Server deletes any applicable UE Service ID and associated MSGin5G Client Profile information that it has stored.
4.	The MSGin5G Server deletes any applicable information that it has stored and replies with a Non-MSGin5G UE de-registration response as shown in table 8.2.4-2.
Table 8.2.4-2: Non-MSGin5G UE De-registration response
	Information element
	Status
	Description

	UE Service ID
	M
	UE service identifier assigned to the Non-MSGin5G UE.

	De-registration result
	M
	Indication if the de-registration is success or failure

	Failure Cause
	O
	The reason for failure



Editor's note:	Support for bulk registration and de-registration of Non-MSGin5G UE s (i.e., registering more than one UE Service ID at the same time) is FFS.
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