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1. Introduction
This pCR proposes a new KI on SEALDD connectioni establishment.
2. Reason for Change
SEALDD server is used to provide enhanced data distribution service for vertical applications. For a specific peer of VAL client and VAL server, SEALDD connection should be established for SEALDD traffic transfer. There could be multiple types of SEALDD traffic between the SEALDD client and SEALDD server to meet the different VAL requirements and support different SEALDD services. How to establish the connection between SEALDD client and SEALDD server should be studied.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-34 v0.4.0.
* * * First Change * * * *

4.x
Key issue #x: SEALDD connection establishment
SEALDD server is used to provide enhanced data distribution service for vertical applications. For a specific peer of VAL client and VAL server, SEALDD connection should be established for SEALDD traffic transfer. There could be multiple types of SEALDD traffic between the SEALDD client and SEALDD server to meet the different VAL requirements and support different SEALDD services. How to establish the connection between SEALDD client and SEALDD server should be studied.
The following aspects can be studied for this Key Issue:

-
How to establish the data transmission connection between the SEALDD client and SEALDD server for different types of application data (e.g. normal VAL signalling or data transmission, E2E redundancy, Enhanced transport layer for lossless transmission EAS relocation, MSGin5G etc.).
