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1. Introduction
This pCR is to add a solution evaluation for the Solution 1
2. Reason for Change
Solution 1 is proposed to handle the key issue which is related to the ad hoc group communication set up and release and also it proposes solution for determining the participants list by the MC service server. This pCR introduces the evaluation of Solution 1.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-76 V0.2.0

* * * First Change * * * *

7.1.4
Solution Evaluation
The procedures proposed as part of this solution handles the ad hoc group communication setup and release as per the key issue 1. It also achieves the end-to-end security as per the stage-1 requirements. This solution introduces a new set of information flows required for ad hoc group communication. It also proposes a mechanism for the ad hoc group communication setup wherein the particpants of the communication is determined by the MC service server based on the criteria which is either pre-defined or supplied by the initiator of the communication.
Further the proposed solutions provide flexibility for the deployments to use the ad hoc group ID provided by the MC service client or the MC service server can generate and share the same to the initiator of the ad hoc group communication.This solution may require additional deployment considerations e.g. to configure the maximum number of participants allowed to participate in an ad hoc group communication, to meet the Stage 1 group call KPIs.
The procedures proposed as part of this solution implicitly handles the Key issue #2 related to network topology hiding from MC service client while establishing Ad hoc group communication by having the ad hoc group ID generated by the MC service server.

* * * Second Change * * * *

7.1
Solution 1: Ad hoc group communication set up for MCX service
7.1.1
General

This solution addresses the key issue 1 described in the clause 4.1 to support ad hoc group communication set up for MCX service and also the key issue 2 by having the ad hoc group ID generated by the MC service server. Information flows and procedures that are required to address the key issue 1 are addressed in this section.

* * * End Change * * * *

