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[bookmark: _Toc108431771][bookmark: _Toc122439663]
* * * Change 1 * * * *

[bookmark: _Toc108431763][bookmark: _Toc122439653]8.14	EDGE-5 APIs
[bookmark: _Toc85650745][bookmark: _Toc108431764][bookmark: _Toc122439654][bookmark: _Toc108431766]8.14.1	General
EEC exposes EDGE-5 APIs corresponding to EEC's capabilities, for the AC to request EEC's services for edge enablement. Using these APIs, ACs request the EEC for EEL services. EDGE-5 APIs include one-time request/response operations for EAS discovery, retrieval of Edge UE ID and ACR operations. Additionally, the AC can request for an AC subscription. The EEC creates the subscription and when required, performs necessary operations such as EAS discovery, ACR etc., delivering notifications to the AC as required.
NOTE 1:	Details on how the AC and EEC communicate with each other is out of scope.
NOTE 2:	EEC can initiate any EDGE-1 or EDGE-4 operation without receiving a request or without receiving AC related information from the AC.
[bookmark: _Toc108431767][bookmark: _Toc122439655]8.14.2	Procedures
[bookmark: _Toc108431768][bookmark: _Toc122439656][bookmark: _Hlk111043291]8.14.2.1	General
Following procedures are specified for EDGE-5:
-	Registration; 
-	EAS discovery;
-	ACR request; and
-	EEC services subscription; and.
-	Edge UE ID request


* * * Change 2 * * * *

8.14.2.x	Edge UE ID request
Pre-conditions:
1.	The AC can communicate with the EEC.


Figure 8.14.2.x-1: Edge UE ID request procedure
1.	The AC sends an Edge UE ID request to the EEC. The request includes AC's security credentials, and AC profile.
2.	The EEC checks AC's security credentials and validates the request.
3.	If the request is successfully validated, the EEC process the request from the AC. The EEC uses the UE Identifier API procedure (see clause 8.6.5) to query the EES.
NOTE:	This procedure may be used to support the retrieval of the UE ID for AC’s (and EAS’s) dealing with IPv4 NATed IP address issue (i.e. EAS’s direct invocation of UE Identifier API procedure due to NATed IP address failes to identify the UE). Under such a scenario then it is understood that, the AC through application signaling which is outside the scope of this document, would pass on the the Edge UE ID (received in step 3) to the EAS so that it can be used to invoke capability APIs over EDGE-3 or EDGE-7.

* * * End of changes * * * *
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