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 Change 1 * * * *
8.2.5
EAS Service KPIs

EAS Service KPIs provide information about service characteristics provided by the EAS

Table 8.2.5-1: EAS Service KPIs

	Information element
	Status
	Description

	Maximum Request rate
	O
	Maximum request rate from the AC supported by the server. 

	Maximum Response time
	O
	The maximum response time advertised for the AC's service requests.

	Availability
	O
	Advertised percentage of time the server is available for the AC's use.

	Available Compute
	O
	The maximum compute resource available for the AC.

	Available Graphical Compute
	O
	The maximum graphical compute resource available for the AC.

	Available Memory
	O
	The maximum memory resource available for the AC.

	Available Storage
	O
	The maximum storage resource available for the AC.

	Connection Bandwidth
	O
	The connection bandwidth in Kbit/s advertised for the AC's use.

	NOTE:
The maximum response time includes the round-trip time of the request and response packet, the processing time at the server and the time required by the server to consume 3GPP Core Network capabilities, if any.


Service KPIs of EASs (as API Providers) provide information to be used for discovery or provisioning of EAS Service APIs which meet the Service KPIs required by EASs (as API Invokers)

Table 8.2.5-1: EAS Service KPIs
	Information element
	Status
	Description

	Maximum Request rate
	O
	Maximum request rate from the API Invoker supported by the server. 

	Maximum Response time
	O
	The maximum response time advertised for the API Invoker's service requests.

	Availability
	O
	Advertised percentage of time the server is available for the API Invoker's use.

	Available Compute
	O
	The maximum compute resource available for the API Invoker.

	Available Graphical Compute
	O
	The maximum graphical compute resource available for the API Invoker.

	Available Memory
	O
	The maximum memory resource available for the API Invoker.

	Available Storage
	O
	The maximum storage resource available for the API Invoker.

	Connection Bandwidth
	O
	The connection bandwidth in Kbit/s advertised for the API Invoker's use.

	NOTE:
If API invoker is on UE then the maximum response time includes the round-trip time of the request and response packet, the processing time at the server and the time required by the server to consume 3GPP Core Network capabilities, if any.


* * * End of Changes * * * *

