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* * * First Change * * * *
[bookmark: _Toc96531262][bookmark: _Toc96606972][bookmark: _Toc113304240][bookmark: _Toc424654348][bookmark: _Toc428364931][bookmark: _Toc433209526][bookmark: _Toc460615892][bookmark: _Toc460616753][bookmark: _Toc114868498][bookmark: _Toc460616026][bookmark: _Toc460616887][bookmark: _Toc75465977][bookmark: _Toc96531264]10.19.2.K	Ad hoc group call add user notification (MCPTT server – MCPTT server)
Table 10.19.2.K -1 describes the information flow Ad hoc group call add user notification from one MC service server to another MC service server. This notification is to provide the list of MC service IDs meeting the criteria specified in the ad hoc group communication get userlist request from one MC service server to another MC service server.
Table 10.19.2.K-1 Ad hoc group call add user notification information elements
	Information Element
	Status
	Description

	MC service ad hoc group ID
	M
	The MC service group ID associated with the ad hoc group communication

	MC service ID list
	M
	List of MC service IDs meeting the criteria specified in the ad hoc group communication get userlist



10.19.2.G	Ad hoc group call remove user notification (MCPTT server – MCPTT server)
Table 10.19.2.G -1 describes the information flow Ad hoc group call remove user notification from one MC service server to another MC service server. This notification is to provide the list of MC service IDs no longer meeting the criteria specified in the ad hoc group communication get userlist request from one MC service server to another MC service server.
Table 10.19.2.G-1 Ad hoc group call remove user notification information elements
	Information Element
	Status
	Description

	MC service ad hoc group ID
	M
	The MC service group ID associated with the ad hoc group communication

	MC service ID list
	M
	List of MC service IDs no longer meeting the criteria specified in the ad hoc group communication get userlist



10.19.2.A	Ad hoc group call release notification (MCPTT server – MCPTT server)
Table 10.19.2.A -1 describes the information flow Ad hoc group call release notification from one MC service server to another MC service server. This notification is to indicate to stop evaluating the criteria to determine the participants list if another MC service server is having the criteria specified in the ad hoc group communication get userlist request.
Table 10.19.2.A-1 Ad hoc group call release notification information elements
	Information Element
	Status
	Description

	MC service ad hoc group ID
	M
	The MC service group ID associated with the ad hoc group communication
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