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[bookmark: _Toc42004094][bookmark: _Toc50584823][bookmark: _Toc57673745][bookmark: _Toc122439726][bookmark: _Toc50584479]C.2	Relationship between EDGEAPP and ETSI MEC architectures
Figure C.2-1 provides the relationship of ETSI ISG MEC architecture with EDGEAPP architecture.


Figure C.2-1: Relationship between EDGEAPP and ETSI MEC architectures
Details about MEC entities (MEC Platform, MEC Application, MEC Platform Manager, MEC Orchestrator, OSS and CFS) can be found in ETSI GS MEC 003 [15].
In ETSI MEC, MEC Applications and MEC Platform can expose services which can include network services, subject to their availability at the core or access network level.
Both EAS and MEC application are application servers and can provide similar application specific functionalities. EAS can expose its Service APIs (i.e., EAS Service APIs) towards the other EASs via CAPIF as specified in 3GPP TS 23.222 [6] whereas MEC application can expose its service to other MEC applications as specified in ETSI GS MEC 011[14]. EAS utilizes the services of EES as specified in this document whereas MEC application utilizes the services provided by MEC platform as specified in ETSI GS MEC 003 [15]. The EAS and MEC application can be aligned in an implementation.
NOTE 1:	The details of the functionalities of application servers and alignment are implementation specific.
Both EES and MEC platform provide application support capabilities towards the application servers. How EES and MEC platform are implemented or aligned is implementation specific. Likewise, alignment of the EDGE-3 and Mp1 reference points and EDGE-9 and Mp3 reference points is implementation specific. The EES and MEC platform can be aligned in an implementation.
The orchestration and management aspects of architecture for enabling edge applications are specified in 3GPP TS 28.538 [22].
NOTE 2:	The alignment with ETSI MEC studies in the current release has no impact on architecture and procedure.
* * * End of changes * * * *
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