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1. Introduction
In clause 7.25.2.2.6.2  CAS initiated ACR via ECS procedure, the Retrieve T-EES is sent to the EES instead of the ECS. This is a typo and this contribution proposes to fix it.  
2. Reason for Change
The procedure defined in clause 7.25.2.2.6.2 has a typo to be fixed. In the CAS-initiated ACR via ECS procedure the Retrieve T-EES should be sent from the CAS to ECS instead of to EES. This is because the Retrieve T-EES is used by the CAS to discover the EES and hence there is no connection between the CAS and the EES yet. Also, the Retrieve T-EES procedure in TS 23.558 is used between the EES and the ECS rather than between the EAS and the EES. 
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to TR 23.700-98 v1.3.0.
* * * First Change * * * *

7.25.2.2.6.2
CAS initiated ACR via ECS 
Assumptions:

1.
The CAS has the business relationship with the ECSP.

2.
The CAS can obtain the UEID information.
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1.
The CAS detects the ACR event.

2.
The CAS determines the ACR is required which the service can be relocated to the edge.

3.
The CAS can perform the Retrieve T-EES procedure to the ECS for the T-EES information.

4.
The CAS can perform the T-EAS discovery procedure to the T-EES for the T-EAS information

5.
The CAS can send the target information notification to the EEC via the AC, the target information including the T-EES and T-EAS information. 

Editor's note:
How the EEC context will be handled during the ACR happens between EAS and CAS is FFS.

Editor's note:
Further details of steps 1 to 5 are FFS.

Editor's note:
To preserve privacy, how the Edge UE ID can be obtained and used instead of the UE ID is FFS
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