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* * * First Change * * * *
[bookmark: _Toc108431768][bookmark: _Toc114874429][bookmark: _Hlk111043291][bookmark: _Toc114874435]8.14.2.1	General
Following procedures are specified for EDGE-5:
-	AC registration request; 
-	EAS discovery request;
-	ACR request;
-	AC subscription; and
-	AC notification.
Editor's Note:	Additional procedures between AC and EEC for registration update, deregister, subscription update and to unsubscribe are FFS.
* * * Next Change * * * *
[bookmark: _Toc108431771][bookmark: _Toc114874432]8.14.2.4	ACR request
Pre-conditions:
1.	The AC can communicate with the EEC.


Figure 8.14.2.4-1: ACR request procedure
1.	The AC sends an ACR request to the EEC. The request includes AC profile, AC's security credentials, type of requested operation (i.e., ACR detection, ACR initiation) and S-EAS informationAC profile. If the request is to initiate the ACR, the request may also include the target EAS information.
2.	The EEC checks AC's security credentials and validates the request.
3.	If the request is successfully validated, the EEC process the request from the AC. If the type of requested operation in the request received in step 1 is:
-	ACR detection, then the EEC determines if ACR is required or not. If it is required, the EEC uses one of the EEC initiated ACR scenarios or launches ACR with action "determination", leading to S-EES executed ACR;
-	ACR initiation, then the EEC uses one of the EEC initiated ACR scenarios and initiate ACR. If the request in step 1 also includes target information, the EEC uses it to select the ACR targets;
Once the ACR operation is complete, the EEC sends an ACR response message to the AC. The message includes the ACR result, S-EAS information and if ACR was initiated and successfully completed then the T-EAS information.
* * * Next Change * * * *
[bookmark: _Toc114874086]8.14.3.10	ACR request
Table 8.14.3.10-1 describes information elements of the ACR request sent by the AC to the EEC. 
Table 8.14.3.10-1: ACR request
	Information element
	Status
	Description

	AC profile
	M
	AC profile for EEC to determine the target EAS.

	Security credentials
	M
	Security credentials of the AC

	Requested ACR action
	M
	One of ACR detection or ACR initiation request actions

	S-EAS information
	M
	ID of the EAS to which the ACR request relates.

	T-EAS information (NOTE)
	O
	AC provided target EAS information.

	NOTE:	May be included if the request is to initiate the ACR.



8.14.3.11	ACR response
Table 8.14.3.11-1 describes information elements of the ACR response sent by the EEC to the AC.
Table 8.14.3.11-1: ACR response
	Information element
	Status
	Description

	Successful response
	O
	Indicates that the ACR request was successful.

	> ACR result
	M
	Indicates if EEC decided to initiate the ACR and also ACR status if ACR was initiated.

	> S-EAS information
	M
	ID of the EAS to which the ACR response relates.

	> T-EAS information
	O
	Information of the target EAS that AC should use if ACR was initiated and was successful.

	Failure response
	O
	Indicates that the ACR request failed.

	> Cause
	O
	Indicates the cause of ACR request failure.
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