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1. Introduction
This purpose of this pCR is to solve Key issue 3 – Change user configuration. This is done by adding a new solution, which complements current solution #5, so that the users can be requested to be removed from a partner system if they no longer will be needed for migration to this partner system. 
This solution only brings what is new and necessary in order to fulfill the requirements listed above. There is no point in duplicating functions or interfaces, where an appropriate function or interface already exists.
2. Reason for Change
Provide a solution for key issue 3 in 5.3.
3. Conclusions

It is best to take into account the existing MC service configuration and functional architecture during this study.
4. Proposal

It is proposed to agree the changes below to 3GPP TR 23.700-38 v0.4.0
* * * First Change * * * *

7.X
Solution #X: Request to remove users for migration from a partner system
7.X.1
Solution description

7.X.1.1
General

This solution addresses the following aspects of Key issue 3 – Change user configuration. 

When certain users no longer are needed for migration to a partner system, there should be a means for an authorized user in the primary system to request that certain users be removed from migration access in the partner system. This maintenance activity is necessary, as once users are added for migration, it cannot be assumed that their migration access will be indefinite.

7.X.1.2
Information flows

7.X.1.2.1
Remove user configuration request
Table 7.X.1.2.1-1 describes the information flow of the remove user configuration request sent from a primary MC system ACM client to a partner MC system ACM client.

Table 7.X.1.2.1-1: Remove user configuration request

	Information element
	Status
	Description

	MC service ID
	M
	The identity of the authorized user in the primary MC system who is sending the remove user configuration request.

	MC service ID
	O (NOTE 1)
	The identity of the authorized user in the partner MC system that is the target of the request.

	Functional alias
	O (NOTE 1)
	The functional alias of the MC service user in the partner MC system that is the target of the request.

	MC service ID list 
	M
	The list of users in the partner MC system that are being requested to be removed for migration. 

	Additional information list 


	O
	Additional information describing the reason for removing each requested user in the list for migration from the primary MC system to the partner MC system. 

	NOTE 1:
Either the MC service ID or the functional alias of the target must be present.


7.X.1.2.2
Remove user configuration response
Table 7.X.1.2.2-1 describes the information flow of the remove user configuration response sent from from a partner MC system ACM client to a primary MC system ACM client.

Table 7.X.1.2.2-1: Remove user configuration response

	Information element
	Status
	Description

	MC service ID
	M
	The identity of the authorized user in the partner MC system who is sending the remove user configuration response.

	MC service ID
	M
	The identity of the authorized user in the primary MC system that is the target of the response.

	MC service ID list 
	M
	The list of users in the partner MC system that were requested to be removed for migration. 

	Response 
	M
	Result information for each user in the list for removal. Success or fail. 

	Reason
	O
	Additional information that explains the response for each user in the list.


7.X.1.3
Remove user configuration request from a partner MC system
The procedure for an authorized MC service user in the primary MC system, that is sent to an authorized user in the partner MC system, to request that certain users be removed from migration access in the partner system is shown in figure 7.X.1.3-1.

Pre-conditions

-
The primary MC system and the partner MC system are interconnected.
-
The MC service user in the primary MC system is authorized to request a list of MC service users be removed from the partner MC system for migration from the primary MC system.
-
At the start of the procedure the target authorized user in the partner MC System is logged on.
-
The users that are targetted to be removed by this procedure are no longer migrated to the partner MC system. The need for these users to migrate to the partner MC system no longer exists. 
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Figure 7.X.1.3-1: Remove user configuration request from a partner MC system
1.
The ACM client in the primary MC system sends a remove user configuration request to the ACM server in the primary MC system. This request includes a list of MC service users to be removed for migration access in the partner MC system.
2.
The ACM server in the primary MC system validates whether the MC service user is authorized for the request.
3.
The ACM server in the primary MC system sends the remove user configuration request to the ACM server in the partner MC system.
4.
The ACM server in the partner MC system verifies the remove user configuration request from the ACM server in the primary MC system and stores the request.

5a.
The ACM server in the partner MC system sends an optional indication that the remove user configuration request has been stored.
5b.
The ACM server in the primary MC system sends the indication that the remove user configuration request has been stored.
6.
The ACM server in the partner MC System sends the remove user configuration request to the ACM client in the partner MC system that was the target of the request. If the functional alias was used to address the target MC user in the parnter MC system, then the ACM server resolves the functional alias to a single MC service user that is appropriate for this request. 

NOTE 1:
If the target MC service user in the partner MC system was not logged into the partner MC system at the time of the request being sent, a notification is generated to the target MC service user at a later time (notifying the user of the request) once the target MC service user is available.
7.
The authorized MC service user in the partner MC system takes whatever actions are needed to remove the requested user from migration access to the partner MC system from the primary MC system. The actions within the partner MC system to remove users are outside the scope of the 3GPP specifications.

8a.
The ACM client of the partner MC system sends a remove user configuration response to the ACM server in the partner MC system. The target of this response is the original MC service user in the primary MC system that sent the remove user configuration request.

8b.
The ACM server in the partner MC system sends the remove user configuration response to the ACM server in the primary MC system.

9.
The ACM server in the primary MC system stores the remove user configuration response.
NOTE 2:
If the target MC service user in the primary MC system is not logged into the primary MC system at the time of the response being sent, a notification is generated to the target MC service user at a later time (notifying the user of the response) once the target MC service user is available.
10.
The ACM server in the primary MC system sends the remove user configuration response to the ACM client in the primary MC system. This is the original MC service user in the primary MC system that sent the remove user configuration request.

11.
The authorized MC service user in the primary MC system takes whatever actions are needed (if any) to update the user profiles in the primary MC system for those users that no longer have migration access to the partner MC system.

7.X.2
Solution evaluation

This solution provides a means for an authorized user in the primary system to request that certain users be removed from migration access in the partner system. Such a solution is needed because once users are added for migration, it cannot be assumed that their migration access to the partner MC system will be indefinite.
* * * End Change * * * *
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