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* * * First Change * * * *
[bookmark: _Toc114874426][bookmark: _Toc108431763]8.x	EEC triggering to initiate procedures over EDGE-1 or EDGE-4
[bookmark: _Toc108431764][bookmark: _Toc85650745][bookmark: _Toc114874427]8.x.1	General
The functional entities of the Edge Enabler Layer can utilize the Application Triggering services (or Device Triggering) provided by the 3GPP core network via NEF or SCEF (see clause 4.4.5 in 3GPP TS 23.501 [2], clause 4.13.2, 5.2.6.5.2 in TS 23.502 [3], and clause 4.5.1 TS 23.682 [17]) to enable for ECS or EES to trigger EEC to send request for service provisioning or EAS discovery, respectively. 
The EEC indicates to the ECS or EES that Application Triggering or Device Triggering is supported. If a UE is registered to 5GC, the EEC hosted in the UE determines that the UE supports the SMS over NAS by checking if the UE capability supports the SMS delivery over NAS and if the UE is allowed by the core network to use SMS delivery over NAS (e.g. whether the UE is indicated by the core network that SMS over NAS is allowed during Registration procedure or UE Configuration Update procedure as specified in TS 23.502 [3]). 
Editor's Note:	It is FFS how the EEC checks if Device Triggering is available when the UE is attached to EPC.
When the EDN configuration information in the ECS is updated, if EEC triggering service is available for the ECS and EEC, the ECS triggers the EEC to initiate service provisioning request or EAS by invoking application triggering service as specified for Nnef_ Trigger_Delivery service to in clause 4.13.2 of TS 23.502 [3] or for Device triggering procedure via T8 in clause 5.17 of TS 23.682 [17]. Likewise, when the EAS profile in the ESS is updated, if the EEC triggering service is available for the EES and EEC, the EES triggers the EEC to initiate the EAS discovery request.
Editor's Note:	It is FFS how to describe the EEC triggering procedure and its API description according to the decision on either having it as a separate procedure or updating the existing procedure


* * * End of Change * * * *

